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DIN 24342 Logic Poppet Valve  
✓ Compatible with standard DIN 24342 cavities 
✓ Sizes 16mm up to 80mm 
✓ Two different area ratios available 
✓ Dampening nose option 
✓ Four spring pressures available 
✓ Zero Leak between A & B 
✓ “Z” seal option: zero leak between AP & A-B side 
✓ Close fit tolerance between poppet & sleeve 
✓ Excellent pressure-drop characteristics 
✓ Nose removable orifice option 
 
1.6:1 AP:A area ratio  1.6:1 ratio w/dampening  1:1 AP:A ratio  1:1 ratio w/dampening 
 
1:1 AP:A ratio w/orifice  1:1.6 AP:B ratio w/orifice 
 

DIN 24342 SLIP-IN LOGIC 
CARTRIDGE VALVES/INSERTS 

SIZES 16mm TO 80mm 

6000 PSI 

 

FORCE BALANCE: (Force = Pressure*Area) 
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Valve is open if: 
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Valve is closed if: 
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Blank = No Dampening Nose 
D = Dampening Nose 

Performance Curves    
Pressure drops for Dampening Valves are on average 60% higher than flows shown. 
Order Code    
AMT-LCV-**-**-D-*-*-* 
 
 
 
 
 
 
 
   

Size: 16, 25, 32, 40, 50, 63, 80mm 

Blank = No Orifice 
Z = Zero Leak Seal on Poppet 
OA = With Orifice AP to A 
OB = With Orifice AP to B 

Almo Manifold 
& Tool 

5, 15, 30, or 60 psi Spring 
Cracking Pressure 

Logic Cartridge Valve 
 

1.6 = 1.6:1 AP:A Area Ratio 
1 = 1:1 AP:A Area Ratio 

Blank = Viton O-Rings 
B = Buna 90 O-Rings 
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