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32,5
7/8-14 UNF - 2A
15,87
17,5 38,5
6,5
69
76
77,1
87
Hex. 27
2
4 Nm
1
SAE-10-2N
55 - 62 Nm
Standard
M7 type
CEBN-070-NAFN
Standard
Knob style
override
Knob style override
PILOT OPERATED
POPPET TYPE
Push style
override
CE000266
CEBN-070-NAFP-02-S10-N350
CE000267
Push style override
CEBN-070-NAFK-02-S10-N350
CEBN-070-NAFP-02-S10-N500
CE000567
Knob style override
Push style override
CEBN-070-NAFK-02-S10-N500
CE000566
CE000565
Standard
CEBN-070-NAFN-02-S10-N500
350
350
350
500
500
500
2
1
2>1
20
28
15
25
10
5
0
705642140
30
FLOW - Q (l/min)
PRESSURE
∆p (bar)
Ordering code:
AT000113
SPECIFICATIONS
ORDERING CODES
Max. operating pressure:
Rated flow:
Weight:
SOLENOID OPERATED CARTRIDGE
Cavity:
Atlantic
Fluid Tech
Quick
code
Description
Options
CE000265
CEBN-070-NAFN-02-S10-N350
350/500 bar
70 l/min
Installation torque:
OPTIONS
NOTES
Min. voltage required:   90% of nominal
Coil type:
0,18 kg
Seal kit:                                     RA900082
Max operating
pressure
(bar)
SEALING CAP
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