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Monoblock Valves
Q35
~ Single spool monoblock valve 
~ 45 LITERS/MIN - 12 GPM 
~ Relief valve pressure ranges 145 - 5510 PSI 
~ Oil temperature range -30° C to 80° C 
~ Handle can be mounted on either end of spool
MODEL DESCRIPTION
MAX. PRESURE (PSI)
WEIGHT 
(lb)
PORTS P, A & B OUTLET T
HYSQ35-F7SN-103/A1/M1-SAE 1 spool, double acting cylinder spool, spring centered 4350 360 4
PORT SIZES
P1 SAE 8
A-B SAE 8
T1 SAE 8
~ 1 - 8 spool monoblock valve 
~ 55 LITERS/MIN - 14 GPM 
~ Relief valve pressure ranges 145 - 5510 PSI 
~ Oil temperature range -30° C to 80° C 
~ Load drop check valve in inlet 
~ Handle can be mounted on either end of spool
MODEL DESCRIPTION
MAX. PRESURE (PSI)
WEIGHT 
(lb)
PORTS P, A & B OUTLET T
HYSQ45/1E-F1SN-1X103/A1/M1-F3D-S-SAE 1 spool, double acting cylinder spool, spring centered 5075 2610 6.6
HYSQ45/2E-F1SN-2X103/A1/M1-F3D-S-SAE 2 spool, double acting cylinder spool, spring centered 5075 2610 9.9
HYSQ45/3E-F1SN-3X103/A1/M1-F3D-S-SAE 3 spool, double acting cylinder spool, spring centered 4640 360 12.3
HYSQ45/4E-F1SN-4X103/A1/M1-F3D-S-SAE 4 spool, double acting cylinder spool, spring centered 4350 360 16.1
HYSQ45/5E-F1SN-5X103/A1/M1-F3D-S-SAE 5 spool, double acting cylinder spool, spring centered 4350 360 19.6
HYSQ45/6E-F1SN-6X103/A1/M1-F3D-S-SAE 6 spool, double acting cylinder spool, spring centered 4350 360 22.3
HYSQ45/7E-F1SN-7X103/A1/M1-F3D-S-SAE 7 spool, double acting cylinder spool, spring centered 4350 360 24.3
HYSQ45/8E-F1SN-8X103/A1/M1-F3D-S-SAE 8 spool, double acting cylinder spool, spring centered 4350 360 30.0
PORT SIZES
P1 SAE 8
P2 SAE 8
A-B SAE 8
T1 SAE 10
T2 SAE 8
Q45
N.B. Unless otherwise specied (as Bar), relief valves are preset at 2200 PSI (150 Bar).
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Monoblock Valves
~ 1 - 6 spool monoblock valve 
~ 80 LITERS/MIN - 21 GPM 
~ Relief valve pressure ranges 145 - 5510 PSI 
~ Oil temperature range -30° C to 80° C 
~ Load drop check valve in inlet 
~ Handle can be mounted on either end of spool
MODEL DESCRIPTION
MAX. PRESURE (PSI)
WEIGHT 
(lb)
PORTS P, A & B OUTLET T
HYSQ75/1E-F1SN-1X103/A1/M1-F3D-SAE 1 spool, double acting cylinder spool, spring centered 5075 360 12.6
HYSQ75/2E-F1SN-2X103/A1/M1-F3D-SAE 2 spool, double acting cylinder spool, spring centered 5075 360 16.8
HYSQ75/3E-F1SN-3X103/A1/M1-F3D-SAE 3 spool, double acting cylinder spool, spring centered 4350 360 22.9
HYSQ75/4E-F1SN-4X103/A1/M1-F3D-SAE 4 spool, double acting cylinder spool, spring centered 3915 360 27.3
HYSQ75/5E-F1SN-5X103/A1/M1-F3D-SAE 5 spool, double acting cylinder spool, spring centered 3915 360 32.0
HYSQ75/6E-F1SN-6X103/A1/M1-F3D-SAE 6 spool, double acting cylinder spool, spring centered 3915 360 36.6
PORT SIZES
P1 SAE 10
P2 SAE 10
A-B SAE 10
T1 SAE 12
T2 SAE 10
Q75
~ 1 - 6 spool monoblock valve 
~ 120 LITERS/MIN - 32 GPM 
~ Relief valve pressure ranges 145 - 5510 PSI 
~ Oil temperature range -30° C to 80° C 
~ Load drop check valve in inlet 
~ Handle can be mounted on either end of spool
MODEL DESCRIPTION
MAX. PRESURE (PSI)
WEIGHT 
(lb)
PORTS P, A & B OUTLET T
HYSQ95/1E-F1SN-1X103/A1/M1-F3D-SAE 1 spool, double acting cylinder spool, spring centered 5075 360 12.6
HYSQ95/2E-F1SN-2X103/A1/M1-F3D-SAE 2 spool, double acting cylinder spool, spring centered 5075 360 16.8
HYSQ95/3E-F1SN-3X103/A1/M1-F3D-SAE 3 spool, double acting cylinder spool, spring centered 4350 360 22.9
HYSQ95/4E-F1SN-4X103/A1/M1-F3D-SAE
4 spool, double acting cylinder spool, spring centered 3915 360 28.0
HYSQ95/5E-F1SN-5X103/A1/M1-F3D-SAE 5 spool, double acting cylinder spool, spring centered 3915 360 32.6
HYSQ95/6E-F1SN-6X103/A1/M1-F3D-SAE 6 spool, double acting cylinder spool, spring centered 3915 360 40.4
PORT SIZES
P1 SAE 12
P2 SAE 12
A-B SAE 12
T1 SAE 12
T2 SAE 12
Q95
N.B. Unless otherwise specied (as Bar), relief valves are preset at 2200 PSI (150 Bar).
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Sectional Valves
~ Maximum 10 work sections 
~ 50 LITERS/MIN - 13 GPM 
~ Relief valve pressure ranges 145 - 5510 PSI 
~ Oil temperature range -30° C to 80° C 
~ Load drop check valves in each work section 
~ Handle can be mounted on either end of spool
MODEL DESCRIPTION
MAX. PRESURE (PSI)
WEIGHT 
(lb)
PORTS P, A & B OUTLET T
HYSQ30/1E-F7SN-1X103/A1/M1-F3D-S-SAE 1 spool, double acting cylinder spool, spring centered 5440 360 9.3
HYSQ30/2E-F7SN-2X103/A1/M1-F3D-S-SAE 2 spool, double acting cylinder spool, spring centered 5440 360 13.7
HYSQ30/3E-F7SN-3X103/A1/M1-F3D-S-SAE 3 spool, double acting cylinder spool, spring centered 5440 360 17.9
HYSQ30/4E-F7SN-4X103/A1/M1-F3D-S-SAE 4 spool, double acting cylinder spool, spring centered 5075 360 22.3
HYSQ30/5E-F7SN-5X103/A1/M1-F3D-S-SAE 5 spool, double acting cylinder spool, spring centered 5075 360 26.5
HYSQ30/6E-F7SN-6X103/A1/M1-F3D-S-SAE 6 spool, double acting cylinder spool, spring centered 5075 360 30.9
HYSQ30/7E-F7SN-7X103/A1/M1-F3D-S-SAE 7 spool, double acting cylinder spool, spring centered 4710 360 35.1
HYSQ30/8E-F7SN-8X103/A1/M1-F3D-S-SAE 8 spool, double acting cylinder spool, spring centered 4710 360 39.5
HYSQ30/9E-F7SN-9X103/A1/M1-F3D-S-SAE 9 spool, double acting cylinder spool, spring centered 4710 360 43.7
HYSQ30/10E-F7SN-10X103/A1/M1-F3D-S-SAE 10 spool, double acting cylinder spool, spring centered 4710 360 48.1
PORT SIZES
P1 SAE 8
P2 SAE 8
A-B SAE 6
T1 SAE 10
T2 SAE 8
Q30
~ Maximum 10 work sections 
~ 60 LITERS/MIN - 16 GPM 
~ Relief valve pressure ranges 145 - 5510 PSI 
~ Oil temperature range -30° C to 80° C 
~ Load drop check valves in each work section 
~ Handle can be mounted on either end of spool
MODEL DESCRIPTION
MAX. PRESURE (PSI)
WEIGHT 
(lb)
PORTS P, A & B OUTLET T
HYSGSV50/1E-F7SN-1X103/A1/M1-F3D-S-SAE 1 spool, double acting cylinder spool, spring centered 5440 360 9.3
HYSGSV50/2E-F7SN-2X103/A1/M1-F3D-S-SAE 2 spool, double acting cylinder spool, spring centered 5440 360 13.5
HYSGSV50/3E-F7SN-3X103/A1/M1-F3D-S-SAE 3 spool, double acting cylinder spool, spring centered 5440 360 17.6
HYSGSV50/4E-F7SN-4X103/A1/M1-F3D-S-SAE 4 spool, double acting cylinder spool, spring centered 5075 360 21.8
HYSGSV50/5E-F7SN-5X103/A1/M1-F3D-S-SAE 5 spool, double acting cylinder spool, spring centered 5075 360 26.0
HYSGSV50/6E-F7SN-6X103/A1/M1-F3D-S-SAE 6 spool, double acting cylinder spool, spring centered 5075 360 30.2
HYSGSV50/7E-F7SN-7X103/A1/M1-F3D-S-SAE 7 spool, double acting cylinder spool, spring centered 4710 360 34.4
HYSGSV50/8E-F7SN-8X103/A1/M1-F3D-S-SAE 8 spool, double acting cylinder spool, spring centered 4710 360 38.6
HYSGSV50/9E-F7SN-9X103/A1/M1-F3D-S-SAE 9 spool, double acting cylinder spool, spring centered 4710 360 42.8
HYSGSV50/10E-F7SN-10X103/A1/M1-F3D-S-SAE 10 spool, double acting cylinder spool, spring centered 4710 360 47.0
PORT SIZES
P1 SAE 8
P2 SAE 8
A-B SAE 8
T1 SAE 10
T2 SAE 8
GSV50
N.B. Unless otherwise specied (as Bar), relief valves are preset at 2200 PSI (150 Bar).
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Sectional Valves
N.B. Unless otherwise specied (as Bar), relief valves are preset at 2200 PSI (150 Bar).
~ Maximum 10 work sections 
~ 80 LITERS/MIN - 21 GPM 
~ Relief valve pressure ranges 145 - 5510 PSI 
~ Oil temperature range -30° C to 80° C 
~ Load drop check valves in each work section 
~ Handle can be mounted on either end of spool
MODEL DESCRIPTION
MAX. PRESURE (PSI)
WEIGHT 
(lb)
PORTS P, A & B OUTLET T
HYSQ80/1E-F7SN-1X103/A1/M1-F3D-SAE 1 spool, double acting cylinder spool, spring centered 5075 360 17.9
HYSQ80/2E-F7SN-2X103/A1/M1-F3D-SAE 2 spool, double acting cylinder spool, spring centered 5075 360 26.2
HYSQ80/3E-F7SN-3X103/A1/M1-F3D-SAE 3 spool, double acting cylinder spool, spring centered 5075 360 34.8
HYSQ80/4E-F7SN-4X103/A1/M1-F3D-SAE 4 spool, double acting cylinder spool, spring centered 4640 360 43.4
HYSQ80/5E-F7SN-5X103/A1/M1-F3D-SAE 5 spool, double acting cylinder spool, spring centered 4640 360 51.8
HYSQ80/6E-F7SN-6X103/A1/M1-F3D-SAE 6 spool, double acting cylinder spool, spring centered 4640 360 60.4
HYSQ80/7E-F7SN-7X103/A1/M1-F3D-SAE 7 spool, double acting cylinder spool, spring centered 4350 360 68.8
HYSQ80/8E-F7SN-8X103/A1/M1-F3D-SAE 8 spool, double acting cylinder spool, spring centered 4350 360 77.2
HYSQ80/9E-F7SN-9X103/A1/M1-F3D-SAE 9 spool, double acting cylinder spool, spring centered 4350 360 85.8
HYSQ80/10E-F7SN-10X103/A1/M1-F3D-SAE 10 spool, double acting cylinder spool, spring centered 4350 360 94.2
PORT SIZES
P1 SAE 12
P2 SAE 10
A-B SAE 10
T1 SAE 12
T2 SAE 10
Q80
~ Maximum 10 work sections 
~ 150 LITERS/MIN - 40 GPM 
~ Relief valve pressure ranges 145 - 5510 PSI 
~ Oil temperature range -30° C to 80° C 
~ Load drop check valves in each work section 
~ Handle can be mounted on either end of spool
MODEL DESCRIPTION
MAX. PRESURE (PSI)
WEIGHT 
(lb)
PORTS P, A & B OUTLET T
HYSQ130/1E-F7SN-1X103/A1/M1-F3D-SAE 1 spool, double acting cylinder spool, spring centered 5440 360 36.6
HYSQ130/2E-F7SN-2X103/A1/M1-F3D-SAE 2 spool, double acting cylinder spool, spring centered 5440 360 49.4
HYSQ130/3E-F7SN-3X103/A1/M1-F3D-SAE 3 spool, double acting cylinder spool, spring centered 5440 360 62.2
HYSQ130/4E-F7SN-4X103/A1/M1-F3D-SAE 4 spool, double acting cylinder spool, spring centered 5075 360 75.2
HYSQ130/5E-F7SN-5X103/A1/M1-F3D-SAE 5 spool, double acting cylinder spool, spring centered 5075 360 88.0
HYSQ130/6E-F7SN-6X103/A1/M1-F3D-SAE 6 spool, double acting cylinder spool, spring centered 5075 360 100.8
HYSQ130/7E-F7SN-7X103/A1/M1-F3D-SAE 7 spool, double acting cylinder spool, spring centered 4710 360 113.8
HYSQ130/8E-F7SN-8X103/A1/M1-F3D-SAE 8 spool, double acting cylinder spool, spring centered 4710 360 126.6
HYSQ130/9E-F7SN-9X103/A1/M1-F3D-SAE 9 spool, double acting cylinder spool, spring centered 4710 360 139.4
HYSQ130/10E-F7SN-10X103/A1/M1-F3D-SAE 10 spool, double acting cylinder spool, spring centered 4710 360 152.1
PORT SIZES
P1 SAE 16
P2 SAE 16
A-B SAE 16
T1 SAE 16
T2 SAE 16
Q130
ASK FOR HY-SPEC QUALITY
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Dimensions - Monoblock Valves
Q35
Q45
2 mounting holes ø9
3 mounting holes ø9
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Dimensions - Monoblock Valves
Q75
Q95
3 mounting holes ø11
*   A=5.5 for 1 working section, A=0 for 2, 3, 4, 5 and 6 working sections
** B=16 for 1, 2, 3, 6 working sections, B=13 for 4 and 5 working sections
3 mounting holes ø11
* A=5.5 for 1 working section, A=0 for 2, 3, 5 and 6 working sections
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
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Dimensions - Sectional Valves
Q30
GSV50
Tightening torque 177 in.lbs
4 mounting holes:  3/8"-24UNF
Tightening torque 177 in.lbs
4 mounting holes:  3/8"-24UNF
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Dimensions - Sectional Valves
Q80
Q130
Tightening torque 266 in.lbs
4 mounting holes:  1/2"-20UNF
Tightening torque 620 in.lbs
4 mounting holes:  1/2"-20UNF
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
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Dimensions - Lever End Operators
Code A1 - Standard lever assembly
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 42mm (1.654") 55mm (2.165")
B 205mm (8.071") 260mm (10.236")
Code Z1 - Spacer for oat spool
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 8.5mm (0.334") 13.5mm (0.532")
Code A3 - Blank cap
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 42mm (1.654") 55mm (2.165")
Code A4 - Threaded type actuator
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 39mm (1.535") 53mm (2.087")
B M8 M10
CH 9mm 14mm
Code A6 - Direct acting 
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 20mm (0.787") 27mm (1.063")
B 6mm (0.236") 7mm (0.276")
Ød 9mm (0.354") 11mm (0.433")
Code A5 - Push spool actuator
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 22mm (0.866") 33mm (1.299")
R 6.85mm (0.270") 8.75mm (0.344")
Code A8 - Cable control adapter
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 73mm (2.8740.866") 77mm (3.031")
Code C1 - Flexible cable assembly
1.866.546.3267 
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Dimensions - Lever End Operators
Code SL - Remote control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 135mm (5.315") 172mm (6.772")
B 26mm (1.024") 33.5mm (1.319")
C 40mm (1.575") 45mm (1.772")
D M16 x 1.5
E 38mm (1.496") 45mm (1.772")
F 5.5mm (0.217") 6.5mm (0.256")
Code SLA15 - Remote mount dual axis joystick
Q30-Q35-Q45-GSV50-Q75-Q80-Q95-Q130
A 358mm (14.094")
B 77mm (3.031")
ØC 6.5mm (0.256")
Code A15 & A16 - Direct mount dual axis joystick
Code RTL - 3 position rotary actuator
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
C 42mm (1.654") 55mm (2.165")
D 61mm (2.402") 72.5mm (2.854")
Code C2 & C3 - 2 end positions with cam control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
C 42mm (1.654") 55mm (2.165")
D 43mm (1.693") 51mm (2.008")
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
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Dimensions - Cap End Operators
Code M1-U1, M2-U1 & M3-U1 - Threaded actuator
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 73mm (2.874") 96mm (3.780")
ØB 4mm (0.157") 5mm (0.197")
d M8 M10
Code P1-N-S & P1-NP-S - Pneumatic actuator
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 90.5mm (3.563") 107mm (4.213")
B 43mm (1.693") 48mm (1.890")
C 10mm (0.394") 10.5mm (0.413")
d 1/8" NPT
Code H1 - High pressure hydraulic pilot control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 70mm (2.756") 85mm (3.346")
d 1/4" BSPP
Code D3 - DC electro-pneumatic control
Q30-Q35-Q45-GSV50
Code H5 - Low pressure hydraulic pilot control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 50mm (1.969") 71.5mm (2.815")
d 1/4" BSPP
Code D3 - DC electro-pneumatic control
Q75-Q80-Q95-Q130
Code D2 - DC electro-hydraulic control
Code M1-U2, M2-U2 & M3-U2 - Cable control adapter
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 73mm (2.874") 77mm (3.031")
B M16 x 1.5
1.866.546.3267 
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Dimensions - Positioners
Code M1, M2, M3 & M4 - Spring positioner
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 42mm (1.654") 55mm (2.165")
Code R1K, R2K & R3K - Automatic release detent
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 91.5mm (3.602") 106mm (4.173")
Code R2 - Detent positioner
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 54mm (2.126") 68.5mm (2.697")
Code R8 - Detent positioner
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 56.5mm (2.224") 75mm (2.953")
Code R1 - Detent positioner
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 52mm (2.047") 70mm (2.756")
Code R3, R4, R5 & R6 - Detent positioner
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 42mm (1.654") 55mm (2.165")
Code R10/Z1 - Detent positioner for oat spool
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
A 70mm (2.756") 92mm (3.622")
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
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Flow Curves - Monoblock Valves
Q35
Q45
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www.hy-spec.com
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
16




[image: ]
Flow Curves - Monoblock Valves
Q75
Q95
ASK FOR HY-SPEC QUALITY
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Flow Curves - Sectional Valves
Q30
GSV50
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Flow Curves - Sectional Valves
Q80
Q130
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
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MODEL CODE DESCRIPTION
HYS ___ / ___ E - F ___ S ___ (___) - ___ x ___ / ___ / ___ / ___ - ___ x ___ / ___ / ___ - F ___ D - ___ - SAE ( ___ ___ VDC)
1 2 3 4 5 6 7 8 9 10 11* 12* 13* 14* 15 16 17   18 19
             *Omit or Repeat as required.
   1  VALVE MODEL 
  Monoblock Sectional
 Q35  Q30
 Q45  GSV50
 Q75  Q80
 Q95  Q130
   2  NUMBER OF SPOOL SECTIONS
  Q35 is only available as single spool so this part 
  of the code is omitted for the Q35.
   3  INLET SECTION 
  Monoblock Sectional
  1  Check & Relief  7  With Relief
  2  Check But No Relief  7P  Pilot Oper Relief (Q130)
    8  No Relief
   4  RELIEF VALVE ADJUSTMENT RANGE
  B (white)  10-100 bar (145-1450 PSI)
  N (black)  40-200 bar (580-2900 PSI) (std)
  R (red)     180-350 bar (2610-5076 PSI)
   5  RELIEF VALVE PRESSURE SETTING
 Reliefvalvepressuresettingtobespeciedasbar.
  Omit and relief valve will be preset at 150 bar (2200 PSI).
   6  NUMBER OF LIKE SPOOL SECTIONS
  Q35 is only available as single spool so this part 
  of the code is omitted for the Q35.
   7  SPOOL CODE
  101  106 110 126
  102  107 111 403
  103  108 114 411
  103K 109 116
   8  "A" SIDE OPERATOR OR POSITIONER
  See pages 28-38 for operator & positioner options.
   9  "B" SIDE OPERATOR OR POSITIONER
  See pages 28-38 for operator & positioner options.
   10  WORK PORT OPTION
  See pages 40-41 for work port options.
  Omit if not required.
   11  NUMBER OF LIKE SPOOL SECTIONS
  * If required.
   12  SPOOL CODE 
  * If required.
   13  "A" SIDE OPERATOR OR POSITIONER
  * If required.
   14  "B" SIDE OPERATOR OR POSITIONER
  * If required.
   15  OUTLET SECTION
  3  Open Center 
  6  Power Beyond
  16  Closed Center
   16  END CAP MATERIAL
 Omit For composite
  •Optiononlyavailableonmodels
  • Q30, Q35, Q45 & GSV50
  • Standard for Q35.
 S For aluminum
  •Optiononlyavailableonmodels
  • Q30, Q35, Q45 & GSV50
  • Standard for Q30, Q45 & GSV50.
 Omit Aluminum is only style available
    on models Q75, Q80, Q95 & Q130.
   17  SAE PORTS
  See pages 4-7 for port sizes.
   18  SOLENOID OPERATOR CODE
  DE      D3      D9      D41      VFE
  Omit if not using solenoid option.
   19  SOLENOID OPERATOR COIL VOLTAGE
  12 VDC          24 VDC
  Omit if not using solenoid option.
1.866.546.3267 
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HYSQ35-F7SN-111/A2/R3-SAE
Monoblock
Model Q35, single spool, relief valve 40-200 bar adjustment range, motor spool, lever on the "A" side pointing 
down, 3 position detent on the "B" side, open center, composite end caps, SAE ports.
HYSQ30/3E-F7SN(210)-1X101/A1/M2-1X126/A1/R10/Z1-1X103/A1/D41-F3D-S-SAE (D41 12VDC)
Sectional
Model Q30, two spool valve, inlet with relief valve 40-200 bar adjustment range preset at 210 bar, 1st spool in 
assembly is single acting in A port, lever on the "A" side pointing up, 2 spring positions (0-1) on the "B" side, 2nd 
spoolinassemblyisdoubleactingcylinderspoolwithoatinthepushposition,leveronthe"A"side
pointing up, spring centered with 4th position detent on the "B" side, 3rd spool in assembly is double acting 
cylinder spool, lever on the "A" side pointing up, direct electric control on the "B" side, open center, aluminum 
end caps, SAE ports, direct electric control coil is 12 volt DC.
HYSQ45/7E-F1SN-1X103/A1/M1-2X103/A15-S/M1-1X103/A1/M1-2X103/A15-D/M1-1X103/A1/M1-F3D-S-SAE
Monoblock
Model Q45, seven spool valve, inlet with relief valve 40-200 bar adjustment range, 1st spool in assembly is 
double acting cylinder spool, lever on the "A" side pointing up, 3 position spring center on the "B" side, 2nd & 
3rd spools in the assembly are the same, double acting cylinder spools, direct mounted dual axis joystick with 
fulcrum on the left on the "A" side, 3 position spring center on the "B" side, 4th spool section in the assembly 
is double acting cylinder spool, lever on the "A" side pointing up, 3 position spring center on the "B" side, 5th & 
6th spools in the assembly are the same, double acting cylinder spools, direct mounted dual axis joystick with 
fulcrum on the right on the "A" side, 3 position spring center on the "B" side, 7th spool section in the assembly 
is double acting cylinder spool, lever on the "A" side pointing up, 3 position spring center on the "B" side, open 
center, aluminum end caps, SAE ports.
HYSQ45/3E-F1SN-1X103/A1/M1-U2-C1X2.5-SLA15-1X103/A1/M1-U2-C1X2.5-1X103/A1/M1-U2-C1X2.5-SL-F16D-S-SAE
Monoblock
Model Q45, three spool valve, inlet with relief valve 40-200 bar adjustment range, 1st spool in assembly is 
double acting cylinder spool, lever on the "A" side pointing up, 3 position spring center with direct connection for 
exiblecableonthe"B"sidewitha2.5meterlongcableattachedandoperatedbyaremotemounteddualaxis
joystick, 2nd spool in the assembly is double acting cylinder spool, lever on the "A" side pointing up, 
3positionspringcenterwithdirectconnectionforexiblecableonthe"B"sidewitha2.5meterlongcable
attached and is operated by the same dual axis joystick as the 1st spool, 3rd spool in the assembly is double 
actingcylinderspool,leveronthe"A"sidepointingup,3positionspringcenterwithdirectconnectionforexible
cable on the "B" side with a 2.5 meter long cable attached and operated by a remote mounted single axis 
joystick, closed center, aluminum end caps, SAE ports.
HYSQ80/3E-F8S-1X111/A1/MSW-1X103/H5-1x103/A1/D41/V35(150)-F6D-SAE (D41 12VDC)
Sectional
Model Q80, three spool valve, inlet without relief valve, 1st spool in assembly is motor spool, lever on the "A" 
side pointing up, 3 position spring centered on the "B" side with micro-switch,  2nd spool in assembly is double 
acting cylinder spool, 3 position spring centered hydraulic pilot control actuators on the "A" & "B" sides, 3rd 
spool in the assembly is double acting cylinder spool, lever on the "A" side pointing up, 12 volt DC direct electric 
control on the "B" side, adjustable pressure limiting valve preset at 150 bar with anticavitation on A & B work 
ports, power beyond, aluminum end caps, SAE ports.
N.B. Unless otherwise specied (as Bar), relief valves are preset at 2200 PSI (150 Bar).
EXAMPLES OF MODEL CODES
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Inlet Sections
Code F7S - Left inlet section with adjustable pressure relief valve
Q30 GSV50 Q80 Q130
HYS03000 F7S/D/04N HYS05100 F7S/D-N-SAE HYS08000 F7S/D/05N HYS10000 F7S/D/34N
Code N relief valve adjustment range is 40-200 bar (580-2900 PSI).
See the inlet options of the Spare Parts section of the catalogue for relief cartridge springs with other adjustment ranges.
Code F7D - Right inlet section with adjustable pressure relief valve
Q30 GSV50 Q80 Q130
HYS03000 F7S/D/04N HYS05100 F7S/D-N-SAE HYS08000 F7S/D/05N HYS10000 F7S/D/34N
Code N relief valve adjustment range is 40-200 bar (580-2900 PSI).
See the inlet options of the Spare Parts section of the catalogue for relief cartridge springs with other adjustment ranges.
Code F8S - Left inlet section without relief valve
Q30-GSV50 Q80 Q130
Relief cavity plug*
HYS06.000.27888.99 HYS06.000.27889.99 HYS06.000.04689.99
*Use the code F7S inlet and install relief cavity plug in place of relief cartridge.
Code F8D - Right inlet section without relief valve
Q30-GSV50 Q80 Q130
Relief cavity plug*
HYS06.000.27888.99 HYS06.000.27889.99 HYS06.000.04689.99
*Use the code F7D inlet and install relief cavity plug in place of relief cartridge.
If the relief valve pressure is not specied as bar in the inlet model code it will come preset at 150 bar (2200 PSI).
Spring type Relief spring adjustment ranges Pressure increase for each turn of adjusting screw:
Code B (white spring) 10-100 bar (145-1450 PSI) 15 ± 2 bar (218 ± 29 PSI)
Code N (black spring) 40-200 bar (580-2900 PSI) 50 ± 2 bar (725 ± 29 PSI)
Code R (red spring) 180-350 bar (2610-5076 PSI) 80 ± 2 bar (1160 ± 29 PSI)
1.866.546.3267 
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Work Sections
Code 103/A1/M1 - Double acting cylinder spool, standard lever assembly and 3 positions spring centered in 0
Q30 GSV50 Q80 Q130
Parallel
HYSQ30-103/A1/M1-S-SAE HYSGSV50-103/A1/M1-S-SAE HYSQ80-103/A1/M1-SAE7/8-14 HYSQ130-103/A1/M1-SAE1 5/16-12
Parallel with work port cavity plugs *
HYSQ30-103/A1/M1/VC-S-SAE HYSGSV50-103/A1/M1/VC-S-SAE HYSQ80-103/A1/M1/VC-SAE7/8-14 HYSQ130-103/A1/M1/VC-SAE1 5/16-12
ParallelwithcodeVFEmodular12VDCsolenoidoatvalve
HYSQ30-103/A1/M1/VPFE-12VDC-S-SAE
24 Volt DC Coil
HYS954250000402400
See Parallel Spools section of catalogue (pages 24-25) for optional spools that can be installed in these work sections. 
* See Work Port Valves section of catalogue (pages 40-41) for optional work port valves that can be installed in these work sections.
Work Sections - Parallel
Code 403/A1/M1 - Double acting cylinder spool, standard lever assembly and 3 positions spring centered in 0
Q30 GSV50 Q80 Q130
Series
HYSQ30-403/A1/M1-S-SAE HYSGSV50-403/A1/M1-S-SAE HYSQ80-403/A1/M1-SAE7/8-14 HYSQ130-403/A1/M1-SAE1 5/16-12
Series with work port cavity plugs *
HYSQ30-403/A1/M1/VC-S-SAE HYSGSV50-403/A1/M1-VC-S-SAE HYSQ80-403/A1/M1/VC-SAE7/8-14 HYSQ130-403/A1/M1/VC-SAE1 5/16-12
See Series Spools section of catalogue (page 27) for optional series spools that can be installed in these work sections. 
* See Work Port Valves section of catalogue (pages 40-41) for optional work port valves that can be installed in these work sections.
Work Sections - Series
For tandem work sections use the series work section and change the series spool to a tandem spool.
See Tandem Spools section of catalogue (page 26) for optional spools that can be installed in these work sections.
Work Sections - Tandem
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
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Spools - Parallel
Code 101 - Single acting in A port
Q35 Q30-Q45-GSV50 Q75-Q80-Q95 Q130
HYSKR35 101-102 HYSKR30 101-102 HYSKR80 101-102 HYSKR130 101-102
Code 102 - Single acting in B port
Q35 Q30-Q45-GSV50 Q75-Q80-Q95 Q130
HYSKR35 101-102 HYSKR30 101-102 HYSKR80 101-102 HYSKR130 101-102
Code 103 - Double acting cylinder spool
Q35 Q30-Q45-GSV50 Q75-Q80-Q95 Q130
One piece with pin lever machined on spool
HYSKR35 103SI HYSKR30 103SI HYSKR80 103SI HYSKR130 103SI
Threaded spool with no attachments
HYS06.010.28006.99 HYS06.010.28891.99 HYS06.010.28791.99 HYS06.010.29961.99
Code 103K - Double acting cylinder spool (use with R1K, R2K and R3K Positioners)
Q30-Q45-GSV50 Q75-Q80-Q95 Q130
HYSKR30 103K HYSKR80 103K HYSKR130 103K
Code 106 - Double acting closed center cylinder spool
Q35 Q30-Q45-GSV50 Q75-Q80-Q95 Q130
HYSKR35 106 HYSKR30 106 HYSKR80 106 HYSKR130 106
Code 107 - Double acting A to tank, B closed in 0 position
Q30-Q45-GSV50 Q75-Q80-Q95 Q130
HYSKR30 107-108 HYSKR80 107-108 HYSKR130 107-108
Code 108 - Double acting B to tank, A closed in 0 position
Q30-Q45-GSV50 Q75-Q80-Q95 Q130
HYSKR30 107-108 HYSKR80 107-108 HYSKR130 107-108
1.866.546.3267 
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Code 109 - Single acting in A, A to tank in 0 position
Q30-Q45-GSV50 Q75-Q80-Q95 Q130
HYSKR30 109-110 HYSKR80 109-110 HYSKR130 109-110
Code 110 - Single acting in B, B to tank in 0 position
Q30-Q45-GSV50 Q75-Q80-Q95 Q130
HYSKR30 109-110 HYSKR80 109-110 HYSKR130 109-110
Code 114 - Double acting closed center motor spool
Q30-Q45-GSV50 Q75-Q80-Q95 Q130
HYSKR30 114 HYSKR80 114 HYSKR130 114
Code 116 - Double acting cylinder spool with oat (use with R8 Positioner)
Q35 Q30-Q45-GSV50 Q75-Q80-Q95 Q130
HYSKR35 116-126 HYSKR30 116-126 HYSKR80 116-126 HYSKR130 116
Code 126 - Double acting cylinder spool with oat (use with R10/Z1 Positioner)
Q35 Q30-Q45-GSV50 Q75-Q80-Q95
HYSKR35 116-126 HYSKR30 116-126 HYSKR80 116-126
Code 111 - Double acting motor spool
Q35 Q30-Q45-GSV50 Q75-Q80-Q95 Q130
HYSKR35 111 HYSKR30 111 HYSKR80 111 HYSKR130 111
Spools - Parallel
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
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Spools - Tandem
Code 201 - Single acting in A port
Q30-GSV50 Q80 Q130
HYSKR30 101-102 HYSKR80 101-102 HYSKR130 101-102
Code 202 - Single acting in B port
Q30-GSV50 Q80 Q130
HYSKR30 101-102 HYSKR80 101-102 HYSKR130 101-102
Code 203 - Double acting cylinder spool
Q30-GSV50 Q80 Q130
HYSKR30 103 HYSKR80 103 HYSKR130 103
Code 207 - Double acting A to tank, B closed in 0 position
Q30-GSV50 Q80 Q130
HYSKR30 107-108 HYSKR80 107-108 HYSKR130 107-108
Code 210 - Single acting in B, B to tank in 0 position
Q30-GSV50 Q80 Q130
HYSKR30 109-110 HYSKR80 109-110 HYSKR130 109-110
Code 211 - Double acting motor spool
Q30-GSV50 Q80 Q130
HYSKR30 111 HYSKR80 111 HYSKR130 111
Code 216 - Double acting cylinder spool with oat (use with R8 Positioner)
Q30-GSV50 Q80 Q130
HYSKR30 116-126 HYSKR80 116-126 HYSKR130 116
Code 226 - Double acting cylinder spool with oat (use with R10/Z1 Positioner)
Q30-GSV50 Q80
HYSKR30 116-126 HYSKR80 116-126
Code 208 - Double acting B to tank, A closed in 0 position
Q30-GSV50 Q80 Q130
HYSKR30 107-108 HYSKR80 107-108 HYSKR130 107-108
Code 209 - Single acting in A, A to tank in 0 position
Q30-GSV50 Q80 Q130
HYSKR30 109-110 HYSKR80 109-110 HYSKR130 109-110
1.866.546.3267 
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Spools - Series
Code 403 - Double acting series cylinder spool
Q30-GSV50 Q80 Q130
HYSKR30 403 HYSKR80 403 HYSKR130 403
Code 411 - Double acting series motor spool
Q30-GSV50 Q80 Q130
HYSKR30 411 HYSKR80 411 HYSKR130 411
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
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Operators - Lever End
Code A1 & A2 - Standard lever assembly
Q30-Q35-Q45-GSV50 Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03600 A1-A2 HYS03610 A1-A2/10 HYS08600 A1-A2
Composite Aluminum Aluminum
With adjustable spool travel limiters
HYS03606 A1-A2/06 HYS08606 A1-A2/06
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Code A1/Z1 - Standard lever assembly for spool code 116 with 4th position oat and positioning option R8
Q30-Q35-Q45-GSV50 Q75-Q80-Q95 Q130
Z1 spacer kit~
HYS03651 Z1 HYS08651 Z1 HYS10651 Z1
~Use this spacer kit with code A1, A2, A4, A6 or A8 operators, 116 spool code 
and R8 positioner.
Code A3 - Blank cap to replace standard lever assembly
Q30-Q35-Q45-GSV50 Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03614 A3 HYS03614 A3/03 HYS08614 A3
Composite Aluminum Aluminum
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Code A4 - Threaded type actuator for direct remote control
Q30-Q35-Q45-GSV50 Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03617 A4 HYS03617 A4/03 HYS08617 A4
Composite Aluminum Aluminum
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Code A5 - Push spool actuator with spherical end (M4 2-1 positionner required)
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03619 A5 HYS08619 A5
Aluminum Aluminum
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Code A6 - Direct acting 
Q30-Q35-Q45-GSV50 Q75-Q80-Q95 Q130
HYS03620 A6 HYS08620 A6 HYS10620 A6
Aluminum Aluminum Aluminum
Code A8 - Cable control adapter
Q30-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03622 A8/03 HYS08622 A8
Aluminum Aluminum
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Requires a threaded spool.
Requires a threaded spool.
Code A1/Z1
1.866.546.3267 
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Operators - Lever End
Code C1 - Flexible cable assembly
Q30-Q45-GSV50-Q75-Q80-Q95-Q130
HYSZ10071L1000 1 meter HYSZ10071L1500 1.5 meter
HYSZ10071L2000 2 meter HYSZ10071L2500 2.5 meter
HYSZ10071L3000 3 meter HYSZ10071L3500 3.5 meter
HYSZ10071L4000 4 meter
Maximumrecommendedcablelengthis4metersfor3positionspoolsand2.5metersfor4positionoat
spools.  Minimum recommended bend radius is 0.2 meters.
Code SL - Remote control for exible cable
Q30-Q45-GSV50 Q75-Q80-Q95-Q130
HYS03630 SL/03 HYS08630 SL
Aluminum Aluminum
Code SLA15 - Dual axis joystick lever for exible cable
Q30-Q45-GSV50-Q75-Q80-Q95-Q130
HYS03631 SL/A15-DU
Canalsobeusedwithcode126oatspoolandcorrespondingR10/Z1positioner.
Code A15 - Direct mount dual axis joystick
Q30-Q45-GSV50 Q75-Q80-Q95 Q130
Fulcrum on the left (A15S)
HYS03637 A15-R HYS08637 A15-S-R HYS10637 A15-S-R
Fulcrum on the right (A15D)~
HYS06.111.29923.99 HYS06.111.29872.99
~Use the code A15-S-R joystick kit and replace fulcrum with this fulcrum.
Canalsobeusedwithcode126oatspoolandcorresponding
R10/Z1 positioner.
Requires a threaded spool.
A15S (fulcrum on the left) A15D (fulcrum on the right)
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
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Operators - Lever End
Requires a threaded spool.
A25D (fulcrum on the right)
Canalsobeusedwithcode126oatspooland
corresponding R10/Z1 positioner.
Code A25 - Direct mount dual axis joystick - heavy duty
Q30-Q45-GSV50 Q75-Q80-Q95
HYS03638 A25-S HYS08638 A25-S
A25S (fulcrum on the left)
Requires a threaded spool.
Code A16 - Direct mount dual axis joystick for simultaneous control of two spools
Q30-Q45-GSV50
HYS03639 A16
*For Q130 valve, need to reuse aluminum spool seal 
retainer spacer supplied with control valve.
Code RTL - 3 position rotary actuator
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03799 RTL HYS08799 RTL
*For Q130 valve, need to reuse aluminum spool seal 
retainer spacer supplied with control valve.
Code C2 & C3 - 2 end positions spring back in 1 or 2 with cam control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03792 C2-C3 HYS08792 C2-C3
Requires a threaded spool.
RTLD RTLS
C2 C3
1.866.546.3267 
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Operators - Cap End
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied with control valve.
Code M1-U1 - 3 positions spring centered in 0 with threaded type actuator for direct remote control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03701 M1-U1 HYS08701 M1-U1
Aluminum Aluminum
4mm crosshole 5mm crosshole
M8 thread M10 thread
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied with control valve.
 ~Use the code M1-U1 spring center kit and replace spring retainer with this spacer.
Code M2-U1 - 2 positions 0-1, spring centered in 0 with threaded type actuator for direct remote control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
Spring retainer spacer~
HYS06.019.23291.99 HYS06.019.25151.99
Aluminum Aluminum
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied with control valve.
 ~Use the code M1-U1 spring center kit and replace spring retainer with this spacer.
Code M3-U1 - 2 positions 0-2, spring centered in 0 with threaded type actuator for direct remote control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
Spring retainer spacer~
HYS06.019.23291.99 HYS06.019.25151.99
Aluminum Aluminum
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied with control valve.
Code M1-U2 - 3 positions spring centered in 0 with connection on spool for exible cable remote control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03715 M1-U2/03 HYS08715 M1-U2
Aluminum Aluminum
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied with control valve.
 ~Use the code M1-U2 spring center kit and replace spring retainer with this spacer.
Code M2-U2 - 2 positions 0-1, spring centered in 0 with connection on spool for exible cable remote control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
Spring retainer spacer~
HYS06.019.23291.99 HYS06.019.25151.99
Aluminum Aluminum
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied with control valve.
 ~Use the code M1-U2 spring center kit and replace spring retainer with this spacer.
Code M3-U2 - 2 positions 0-2, spring centered in 0 with connection on spool for exible cable remote control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
Spring retainer spacer~
HYS06.019.23291.99 HYS06.019.25151.99
Aluminum Aluminum
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
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Operators - Cap End
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied with control valve.
Actuator port: 1/8 NPT
Code P1-N - 3 positions spring centered in 0 with direct acting pneumatic actuator
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03661 P1-N-S HYS08661 P1-N-S
Pilot Pressure Pilot Volume
Min 5 bar 4 cm³ (0.244 in³) 9 cm³ (0.549 in³)
Max 30 bar
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied with control valve.
Actuator port: 1/8 NPT
Code P1-NP - 3 positions spring centered in 0 with progressive pneumatic actuator for remote control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03661 P1-NP-S HYS08661 P1-NP-S
Pilot Pressure Pilot Volume
Min 5 bar 4 cm³ (0.244 in³) 9 cm³ (0.549 in³)
Max 30 bar
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied with control valve.
~Use 12 volt DC kit and replace 12 volt coils with 24 volt coils.
Code D3 - 3 positions spring centered in 0 with 12 or 24 VDC electro-pneumatic control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03691 D3-F-12DC HYS08691 D3-O-12DC
24 volt DC solenoid valve~
HYSZF1124 HYSZFB224
Pilot Pressure Pilot Volume
Min 5 bar 4 cm³ (0.244 in³) 9 cm³ (0.549 in³)
Max 10 bar Power Consumption
2.9 Watts 5 Watts
Duty Cycle
100%
1.866.546.3267 
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Operators - Cap End
Code H5 - 3 positions spring centered in 0 with low pressure hydraulic actuator for remote hydraulic pilot control
Q30-Q35-Q45-GSV50 Q75-Q80-Q95 Q130
HYS03785 H5/SAE HYS08785 H5/SAE HYS10785 H5/SAE
Pilot Pressure Pilot Volume
Max 100 bar 2 cm³ (0.122 in³) 3 cm³ (0.1.83 in³)
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied with control valve.
Code H1 - 3 positions spring centered in 0 with ON/OFF high pressure hydraulic actuator
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03779 H1 HYS08779 H1
Pilot Pressure Pilot Volume
Min 16 bar 2 cm³ (0.122 in³) 3 cm³ (0.1.83 in³)
Max 350 bar
Requires a threaded spool.
Code D2 - 3 positions spring centered in 0 with 12 or 24 VDC electro-hydraulic control
Q75-Q80-Q95-Q130*
For 1st section
HYS08681 D2-12-R1
For each additional section
HYS08681 D2-12-R2
24 volt DC solenoid coil~
HYS954250000412400
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied with control valve.
~Use 12 volt DC kit and replace 12 volt coils with 24 volt coils. 
Power consumption: 18 watts
For sectional valve assemblies the code E62 intermediate section can be used for pilot supply.  The XT1 drain port needs to be connected directly to tank 
with the E62 intermediate section.
XP Pilot Port: 1/4" BSPP
XT Drain Port: 1/4" BSPP
XT1 Drain Port: 1/8" BSPP
Pilot Pressure in XP Port Maximum Back Pressure on XT Port Pilot Volume Min Pilot Flow
Minimum Maximum
4 bar (56 PSI) 5.5 cm³ (0.336 in³)
0.5lt/min (0.132GPM)
per section
20 bar (280 PSI) 35 bar (490 PSI)
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
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Positioners
Code M1 - 3 positions spring centered in 0
Q30-Q35-Q45-GSV50 Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03730 M1 HYS03730 M1/03 HYS08730 M1
Composite Aluminum Aluminum
With adjustable spool travel limiters
HYS03730 M1/02 HYS08730 M1/02
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Code M2 - 2 positions 0-1 spring centered in 0
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
Spring retainer spacer~
HYS06.019.23291.99 HYS06.019.25151.99
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
~Use the code M1 spring center kit and replace spring retainer with this spacer.
Code M3 - 2 positions 0-2 spring centered in 0
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
Spring retainer spacer~
HYS06.019.23291.99 HYS06.019.25151.99
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
~Use the code M1 spring center kit and replace spring retainer with this spacer.
Code M4 2-1 - 2 end positions spring back in 2
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03735 M4 2-1 HYS08735 M4 2-1
Aluminum Aluminum
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Code R1 - 3 positions spring centered in 0, detent in 1
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Code R2 - 3 positions spring centered in 0, detent in 2
Q30-Q35-Q45-GSV50 Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03742 R2 HYS03742 R2/03 HYS08742 R2
Composite Aluminum Aluminum
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Q30-Q35-Q45-GSV50 Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03741 R1 HYS03741 R1/03 HYS08741 R1
Composite Aluminum Aluminum
1.866.546.3267 
www.hy-spec.com
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Positioners
Code R3 - 3 position detent
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Q30-Q35-Q45-GSV50 Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03743 R3 HYS03743 R3/03 HYS08743 R3
Composite Aluminum Aluminum
Code R4 - 2 detent positions 0-1
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
Spacer~
HYS06.019.22820.99 HYS06.019.23173.99
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
~Use the code R3 detent kit and add this spacer.
Code R5 - 2 detent positions 0-2
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
Spacer~
HYS06.019.22820.99 HYS06.019.23173.99
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
~Use the code R3 detent kit and add this spacer.
Code R6 - 2 detent positions 1-2
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
Detent sleeve~
HYS06.006.23295.99 HYS06.006.23168.99
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
~Use the code R3 detent kit and replace original sleeve with this sleeve.
Code R8 - 4th position oat with detent, positions 1 & 2 spring centered in 0 (use with 116 spool & */Z1 operator)
Q30-Q35-Q45-GSV50 Q30-Q35-Q45-GSV50 Q75-Q80-Q95 Q130
HYS03748 R8 HYS03748 R8/03 HYS08748 R8 HYS10748 R8
Composite Aluminum Aluminum Aluminum
Code R10/Z1 - 4th position oat with detent, positions 1 & 2 spring centered in 0 (use with 126 spool)
Q30-Q35-Q45-GSV50 Q30-Q35-Q45-GSV50 Q75-Q80-Q95
HYS03750 R10/Z1 HYS03750 R10/Z1/03 HYS08750 R10/Z1
Composite Aluminum Aluminum
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
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Positioners
Code R1K - 3 position with adjustable automatic release detent in position 1, spring centered in position 2
Q30-Q45-GSV50 Q75-Q80-Q95-Q130*
Detent sleeve~
HYS06.006.30498.99 HYS06.006.30496.99
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
~Use the code R3K detent kit and replace original sleeve with this sleeve.
Code R2K - 3 position with automatic adjustable release detent in position 2, spring centered in position 1
Q30-Q45-GSV50 Q75-Q80-Q95-Q130*
Detent sleeve~
HYS06.006.27895.99 HYS06.006.27807.99
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
~Use the code R3K detent kit and replace original sleeve with this sleeve.
Code R3K - 3 position with automatic adjustable release detent in position 1 and 2
Q30-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03743 R3K/03 HYS08743 R3K
Aluminum Aluminum
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Code MSW - Microswitch positioning kit
Q30-Q35-Q45-GSV50 Q75-Q80-Q95-Q130*
HYS03614 MSW HYS08614 MSW
Aluminum Aluminum
Male terminal - 2 required for male connector
HYS153-C
Cable seals - 2 required for male connector
HYS162-C
*For Q130 valve, need to reuse aluminum spool seal retainer spacer supplied 
with control valve.
Need to use the KR** 103K spool.
Need to use the KR** 103K spool.
Need to use the KR** 103K spool.
1.866.546.3267 
www.hy-spec.com
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
36




[image: ]
Q30-Q45-GSV50
Maximum Flow & Pressure
Solenoid Controls
Code A1/D41 - 3 positions spring centered in 0 with on/off 12 or 24 VDC direct electric control
Q30-Q45-GSV50 Q75-Q80-Q95
Power Consumption
58 Watts 80 Watts
Duty Cycle
100%
Pressure drop with spool in NeutralPressure drop with spool in Neutral
Q30-Q45-GSV50 Q75-Q80-Q95
12 Volt DC
Spool code 101 - Single acting in A port
HYS02570 101/71 HYS05570 101/71
Spool code 103 - Double acting cylinder spool
HYS02571 103/71 HYS05571 103/71
Spool code 108 - Double acting B to tank, A closed
HYS02575 108/71 HYS05575 108/71
Spool code 111 - Double acting A and B to tank
HYS02577 111/71 HYS05577 111/71
Q30-Q45-GSV50 Q75-Q80-Q95
12 Volt DC
Spool code 102 - Single acting in B port
HYS02570 102/71 HYS05570 102/71
Spool code 107 - Double acting A to tank, B closed
HYS02575 107/71 HYS05575 107/71
Spool code 109 - Single acting in A, A to tank
HYS02576 109/71 HYS05576 109/71
~Use 12 VDC kit and replace 12 volt coil with 24 volt coil.
24 Volt DC coil~
Q30-Q45-GSV50 Q75-Q80-Q95
HYSZEB024 HYSZEB124
Q75-Q80 Q95
Maximum Flow
90 lt/min (24 GPM) 100 lt/min (26 GPM)
Maximum Pressure
300 bar (4350 PSI)
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
37
1.866.546.3267 
www.hy-spec.com




[image: ]
Q30-Q45-GSV50
Maximum Flow & Pressure
Solenoid Controls
Code D9 - 3 positions spring centered in 0 with on/off 12 or 24 VDC direct electric control
Pressure drop with spool in NeutralPressure drop with spool in Neutral
Q30-Q45-GSV50 Q75-Q80-Q95
12 Volt DC
Spool code 101 & 102 - Single acting
HYS02570 101-02/91 HYS05570 101-02/91
Spool code 107 & 108 - Double acting A to tank
HYS02575 107-08/91
Spool code 111 - Double acting A and B to tank
HYS02577 111/91 HYS05577 111/91
Q30-Q45-GSV50 Q75-Q80-Q95
12 Volt DC
Spool code 103 - Double acting cylinder spool
HYS02571 103/91 HYS05571 103/91
Spool code 109 & 110 - Single acting, A to tank
HYS02576 109-10/91
~Use 12 VDC kit and replace 12 volt coil with 24 volt coil.
24 Volt DC coil~
Q30-Q45-GSV50 Q75-Q80-Q95
HYSZDB224 HYSZDB124
For the Q75 and Q95 valves the D9 option is only available for the single spool valve assembly.
For Q80 valve with 2 or more work sections an intermediate spacer (code E61) needs to be added between the 2 sections.
Q30-Q45-GSV50 Q75-Q80-Q95
Power Consumption
58 Watts 80 Watts
Duty Cycle
100%
Q75-Q80-Q95
Maximum Flow
90 lt/min (24 GPM)
Maximum Pressure
210 bar (3045 PSI)
1.866.546.3267 
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Intermediate Sections
Relief valve adjustment range is 40-200 bar.
See the inlet options of the Spare Parts section (page 45) of the catalogue for relief 
cartridge springs with other adjustment ranges.
Code E58 - Intermediate section with adjustable 3 way pressure compensated ow control - Lc and P
Q30-GSV50 Q80 Q30-GSV50 Q80
Hollow hex screw adjustment* Handwheel adjustment
HYS03875 E58-61S HYS08875 E58/1 HYS03875 E58-60S HYS08875 E58/1
Code E50 - Intermediate section with relief valve
Q30-GSV50 Q80 Q130
HYS03850 E50-N-SAE HYS08850 E50-N-SAE HYS10850 E50-N-SAE
Code E51 - Intermediate outlet section
Q30-GSV50 Q80 Q130
HYS03853 E51-SAE HYS08853 E51-SAE HYS10853 E51-SAE
Relief valve adjustment range is 40-200 bar.
See the inlet options of the Spare Parts section (page 45) of the catalogue for relief 
cartridge springs with other adjustment ranges.
*Need to remove the port plug from the pressure port on the top of the body.
Code E53 - Intermediate inlet section with relief valve*
Q30-GSV50 Q80 Q130
HYS03850 E50-N-SAE HYS08850 E50-N-SAE HYS10850 E50-N-SAE
  E58-C  Screw adjustable  *Remove knob from HYS08875 E58/1
  E58-V  Handwheel adjustable
Code E68 - Intermediate section with adjustable 3 way pressure compensated ow control - P only
Q30-GSV50 Q80 Q30-GSV50 Q80
Hollow hex screw adjustment* Handwheel adjustment
HYS03885 E68-61S HYS08885 E68/1 HYS03885 E68-60S HYS08885 E68/1
  E68-C  Screw adjustable  *Remove knob from HYS08885 E68/1
  E68-V  Handwheel adjustable
Pilot & Drain Ports: 1/4" BSPP
Code E62 - Intermediate section with pressure reducing valve for pilot supply
Q80 Q130
HYS08880 E62-01R HYS10880 E62-01R
Code E61 - Intermediate spacer element
Q30-GSV50 Q80
HYS03885 E61 HYS08877 E61
Pressure increase for 
each turn of the relief 
adjusting screw is
50 ± 2 bar.
Pressure increase for 
each turn of the relief 
adjusting screw is
50 ± 2 bar.
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
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If the relief valve pressure is not specied as bar in the part number or valve model code it will come preset at 120 bar (1740 PSI). 
See the Work Section options of the Spare Parts section (page 46) of the catalogue for cartridges preset at different pressures.
Code V30 - Adjustable pressure relief valve (or antishock) on A port
Q30-GSV50 Q80 Q130
Relief cartridge
HYS03800 V30-N(120) HYS08800 V30-N(120) HYS10800 V30-N
*Relief catridge has to be removed from valve body to adjust.
~2 relief cartridges with anti-cavitation valve required.
Code V35 - Adjustable pressure relief valve (or antishock) with anti-cavitation on A and B ports
Q30-GSV50 Q80 Q130*
Relief cartridge with anti-cavitation valve~
HYS03803 V33-N(120) HYS08803 V33-N(120) HYS10803 V33-N
Code V31 - Adjustable pressure relief valve (or antishock) on B port
Q30-GSV50 Q80 Q130
Relief cartridge
HYS03800 V30-N(120) HYS08800 V30-N(120) HYS10800 V30-N
Code V32 - Adjustable pressure relief valve (or antishock) on A and B ports
Q30-GSV50 Q80 Q130
Relief cartridge~
HYS03800 V30-N(120) HYS08800 V30-N(120) HYS10800 V30-N
~ 2 relief cartridges required.
Code V33 - Adjustable pressure relief valve (or antishock) with anti-cavitation on A port
Q30-GSV50 Q80 Q130*
Relief cartridge with anti-cavitation valve
HYS03803 V33-N(120) HYS08803 V33-N(120) HYS10803 V33-N
*Relief catridge has to be removed from valve body to adjust.
Code V34 - Adjustable pressure relief valve (or antishock) with anti-cavitation on B port
Q30-GSV50 Q80 Q130*
Relief cartridge with anti-cavitation valve
HYS03803 V33-N(120) HYS08803 V33-N(120) HYS10803 V33-N
*Relief catridge has to be removed from valve body to adjust.
Work Port Valves
1.866.546.3267 
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Product availability and specicaons are subject to change without noce.
40




[image: ]
Work Port Valves
Code V40 - Adjustable pressure relief valve (or antishock) on A port and anti-cavitation on B port
Q30-GSV50 Q80 Q130
Relief cartridge
HYS03800 V30-N(120) HYS08800 V30-N(120) HYS10800 V30-N
Anti-cavitation valve
HYS03808 V04 HYS08808 V04 HYS10808 V04
Code V41 - Adjustable pressure relief valve (or antishock) on B port and anti-cavitation on A port
Q30-GSV50 Q80 Q130
Relief cartridge
HYS03800 V30-N(120) HYS08800 V30-N(120) HYS10800 V30-N
Anti-cavitation valve
HYS03808 V04 HYS08808 V04 HYS10808 V04
Code V04 - Anti-cavitation valve on A port
Q30-GSV50 Q80 Q130
Anti-cavitation valve
HYS03808 V04 HYS08808 V04 HYS10808 V04
Code V05 - Anti-cavitation valve on B port
Q30-GSV50 Q80 Q130
Anti-cavitation valve
HYS03808 V04 HYS08808 V04 HYS10808 V04
Code V06 - Anti-cavitation valve on A and B ports
Q30-GSV50 Q80 Q130
Anti-cavitation valve~
HYS03808 V04 HYS08808 V04 HYS10808 V04
~2 anti-cavitation valves required
Q30-GSV50-Q80 relief cartridges only have a ±20 bar screw adjustment range.  Need to use shims outside this range.
Q130 relief cartridges use the same springs as the inlet relief cartridge.
If the relief valve pressure is not specied as bar in the part number or valve model code it will come preset at 120 bar (1740 PSI).
See the Work Section options of the Spare Parts section (page 46) of the catalogue for cartridges preset at different pressures.
Relief spring adjustment ranges
Pressure increase for each turn
of adjusting screw
Spring Type Q30-GSV50 Q80-Q130
                Code B  White 30-80 bar (435-1160 PSI) 30-80 bar (435-1160 PSI) 15±5 bar (218±72 PSI)
                Code N  Black 81-200 bar (1175-2900 PSI) 81-200 bar (1175-2900 PSI) 23±5 bar (334±72 PSI)
                Code G  Yellow 201-300 bar (2915-4351 PSI) 48±5 bar (696±72 PSI)
                Code R  Red 301-400 bar (4365-5800 PSI) 201-350 bar (2915-5075 PSI) 50±5 bar (725±72 PSI)
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
41
1.866.546.3267 
www.hy-spec.com




[image: ]
Modular Valve
Code VFE - Electric solenoid valve for oat function
Q30
HYS03842 VFE/12
24 V DC coil~
HYS954250000402400
~Use 12 VDC kit and replace 12 volt coil with 24 volt coil.
Comes installed on HYSQ30-103/A1/M1/VFE-12VDC-S-SAE 
work section.
Q30
A 34mm (1.339")
B 69mm (2.717")
C 80mm (3.150")
D 80mm (3.150")
BSP 3/8"
1.866.546.3267 
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Outlet Sections
Code F3D - Outlet section - open center
Q30 GSV50 Q80 Q130
HYS03012 F3D/04 HYS05112 F3D-SAE HYS08012 F3D/04 HYS10012 F3D/04
~Use the code F3D outlet and install power beyond sleeve in T1 port.
Code F6D - Outlet section - power beyond
Q30-GSV50 Q80 Q130
Power beyond sleeve~
HYS06.000.30308.99 HYS06.000.30983.99
HYS06.000.31806.99
Power beyond sleeve outlet port size
SAE10 SAE12 SAE16
~Use the code F3D outlet and install closed center sleeve in T1 port.
Code F16D - Outlet section - closed center
Q30-GSV50 Q80 Q130
Closed center sleeve~
HYS06.000.30307.99 HYS06.000.31012.99 HYS06.000.28988.99
Closed center sleeve outlet port size
SAE10 SAE12 SAE12
ASK FOR HY-SPEC QUALITY
Note actual products may dier from photos shown in this brochure.
Product availability and specicaons are subject to change without noce.
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Stud Kits
Torque Requirements:  Q30 - 15 ± 2 lbf-ft
  GSV50 - 15 ± 2 lbf-ft
  Q80 - 22 ± 2 lbf-ft
  Q130 - 52 ± 4 lbf-ft
Valve Model Part # Description
Q30 HYS03901 TX1 Stud Kit, 1 section
Q30 HYS03902 TX2 Stud Kit, 2 section
Q30 HYS03903 TX3 Stud Kit, 3 section
Q30 HYS03904 TX4 Stud Kit, 4 section
Q30 HYS03905 TX5 Stud Kit, 5 section
Q30 HYS03906 TX6 Stud Kit, 6 section
Q30 HYS03907 TX7 Stud Kit, 7 section
Q30 HYS03908 TX8 Stud Kit, 8 section
Q30 HYS03909 TX9 Stud Kit, 9 section
Q30 HYS03910 TX10 Stud Kit, 10 section
GSV50 HYS05931 TX1 Stud Kit, 1 section
GSV50 HYS05932 TX2 Stud Kit, 2 section
GSV50 HYS05933 TX3 Stud Kit, 3 section
GSV50 HYS05934 TX4 Stud Kit, 4 section
GSV50 HYS05935 TX5 Stud Kit, 5 section
GSV50 HYS05936 TX6 Stud Kit, 6 section
GSV50 HYS05937 TX7 Stud Kit, 7 section
GSV50 HYS05938 TX8 Stud Kit, 8 section
GSV50 HYS05939 TX9 Stud Kit, 9 section
GSV50
HYS05940 TX10
Stud Kit, 10 section
Q80 HYS08901 TX1 Stud Kit, 1 section
Q80 HYS08902 TX2 Stud Kit, 2 section
Q80 HYS08903 TX3 Stud Kit, 3 section
Q80 HYS08904 TX4 Stud Kit, 4 section
Q80 HYS08905 TX5 Stud Kit, 5 section
Q80 HYS08906 TX6 Stud Kit, 6 section
Q80 HYS08907 TX7 Stud Kit, 7 section
Q80 HYS08908 TX8 Stud Kit, 8 section
Q80 HYS08909 TX9 Stud Kit, 9 section
Q80 HYS08910 TX10 Stud Kit, 10 section
Q130 HYS10901 TX1 Stud Kit, 1 section
Q130 HYS10902 TX2 Stud Kit, 2 section
Q130 HYS10903 TX3 Stud Kit, 3 section
Q130 HYS10904 TX4 Stud Kit, 4 section
Q130 HYS10905 TX5 Stud Kit, 5 section
Q130 HYS10906 TX6 Stud Kit, 6 section
Q130 HYS10907 TX7 Stud Kit, 7 section
Q130 HYS10908 TX8 Stud Kit, 8 section
Q130 HYS10909 TX9 Stud Kit, 9 section
Q130 HYS10910 TX10 Stud Kit, 10 section
1.866.546.3267 
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Spare Parts
Valve Model Code Part # Description
Inlet
Q30/Q35/GSV50 F8S HYS06.000.27888.99 No relief plug
Q45 F2S/F8S HYS06.000.27888.99 No relief plug
Q75/Q95 F2S/F8S HYS06.000.27889.99 No relief plug
Q80 F8S HYS06.000.27889.99 No relief plug
Q130 F8S HYS06.000.04689.99 No relief plug
Q30/Q35/GSV50 F7SN HYS700035105000000 Inlet relief, with black spring, 40-200 bar (580-2900 PSI)
Q45 F1SN/F7SN HYS700035105000000 Inlet relief, with black spring, 40-200 bar (580-2900 PSI)
Q75/Q95 F1SN/F7SN HYS700065105000000 Inlet relief, with black spring, 40-200 bar (580-2900 PSI)
Q80 F7SN HYS700065105000000 Inlet relief, with black spring, 40-200 bar (580-2900 PSI)
Q130 F7SN HYS700105105000000 Inlet relief, with black spring, 40-200 bar (580-2900 PSI)
Q130 F7SPN HYS700150100000000 Inlet relief, pilot operated, black spring, 40-200 bar (580-2900 PSI)
Q30/Q35/Q45/GSV50 B HYS06.020.26081.99 White relief spring, 10-100 bar (145-1450 PSI)
Q75/Q80/Q95/Q130 B HYS06.020.28165.99 White relief spring, 10-100 bar (145-1450 PSI)
Q30/Q35/Q45/GSV50 R HYS06.020.24412.99 Red relief spring, 180-350 bar (2600-5000 PSI)
Q75/Q80/Q95/Q130 R HYS06.020.24755.99 Red relief spring, 180-350 bar (2600-5000 PSI)
All HYS06.250.31767.99 Blank label
All HYS800204 Label rivet, 2 required
Q30/Q35/Q45/GSV50 HYS012507000350000 Seal kit, relief cartridge and relief cavity plug
Q75/Q80/Q95 HYS012507000650000 Seal kit, relief cartridge and relief cavity plug
Q130 HYS012507001050000 Seal kit, relief cartridge and relief cavity plug
Q130 HYS012507001500000 Seal kit, pilot operated relief cartridge
Outlet
Q30/Q45/GSV50 F6D HYS06.000.30308.99 Power beyond sleeve, SAE 10
Q75/Q80/Q95 F6D HYS06.000.30983.99 Power beyond sleeve, SAE 12
Q130 F6D
HYS06.000.31806.99
Power beyond sleeve, SAE 16
Q30/Q45/GSV50 F16D HYS06.000.30307.99 Closed center sleeve, SAE 10
Q75/Q80/Q95 F16D HYS06.000.31012.99 Closed center sleeve, SAE 12
Q130 F16D HYS06.000.28988.99 Closed center sleeve, SAE 12
Q30/Q45/GSV50 HYS012502702000000 Seal kit, power beyond sleeve and closed center sleeve
Q75/Q80/Q95 HYS012507702000000 Seal kit, power beyond sleeve and closed center sleeve
Q130 HYS012509702000000 Seal kit, power beyond sleeve and closed center sleeve
Solenoid Coils
Q75/Q80/Q95/Q130 HYS954250000411200 12 Volt DC coil, D2 solenoid option
Q75/Q80/Q95/Q130 HYS954250000412400 24 Volt DC coil, D2 solenoid option
Q30/Q45/GSV50 HYSZF1112 12 Volt DC coil, D3 solenoid option
Q30/Q45/GSV50 HYSZF1124 24 Volt DC coil, D3 solenoid option
Q75/Q80/Q95 HYSZFB212 12 Volt DC coil, D3 solenoid option
Q75/Q80/Q95 HYSZFB224 24 Volt DC coil, D3 solenoid option
Q30/Q45/GSV50 HYSZDB212 12 Volt DC coil, D9 solenoid option
Q30/Q45/GSV50 HYSZDB224 24 Volt DC coil, D9 solenoid option
Q75/Q80/Q95 HYSZDB112 12 Volt DC coil, D9 solenoid option
Q75/Q80/Q95 HYSZDB124 24 Volt DC coil, D9 solenoid option
Q30/Q45/GSV50 HYSZEB012 12 Volt DC coil, D41 solenoid option
Q30/Q45/GSV50 HYSZEB024 24 Volt DC coil, D41 solenoid option
Q75/Q80/Q95 HYSZEB112 12 Volt DC coil, D41 solenoid option
Q75/Q80/Q95 HYSZEB124 24 Volt DC coil, D41 solenoid option
Q30 HYS954250000401200 12 Volt DC coil, VFE solenoid option
Q30 HYS954250000402400 24 Volt DC coil, VFE solenoid option
ASK FOR HY-SPEC QUALITY
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Spare Parts
Valve Model Code Part # Description
Work Sections
Q75/Q80/Q95 HYS06.000.31236.99
Lever, long, 10mm x 255 mm
Q30/Q35/Q45/GSV50 HYS06.029.28922.99
Lever, long, 8mm x 204 mm
Q75/Q80/Q95 HYS06.029.27013.99
Lever, standard, 10mm x 210 mm 
Q30/Q35/Q45/GSV50 HYS06.029.22862.99
Lever, standard, 8mm x 164 mm 
Q30/Q35/Q45/GSV50 HYS06.093.27610.99
Bellow for standard lever assembly
Q75/Q80/Q95/Q130 HYS06.093.28172.99
Bellow for standard lever assembly
All HYS06.093.29053.99
Bellow for dual axis joystick
Q30 HYS255006
Port plug, SAE 6
Q30/Q35/Q45/GSV50 HYS255008
Port plug, SAE 8
Q30/Q45/GSV50/Q75/Q80 HYS255010
Port plug, SAE 10
Q75/Q80/Q95 HYS255012
Port plug, SAE 12
Q130 HYS255016
Port plug, SAE 16
Q35 HYS012503500000000
Valve seal kit
Q45 HYS012502510000000
Seal kit, single spool valve
Q30/Q35/Q45/GSV50 HYS0125030-C
Seal kit, spool (one required for each addition spool in Q45)
Q75/Q95 HYS012505510000000
Seal kit, single spool valve
Q75/Q80/Q95 HYS0125080-C
Seal kit, spool (one required for each addition spool in Q75-Q95)
Q30/GSV50 HYS012503000000000
Seal kit for 1 spool valve
Q30/GSV50 HYS012503010100000
Seal kit for additional section-includes work port valve seals
Q80 HYS012508000000000
Seal kit for 1 spool valve
Q80 HYS012508010100000
Seal kit for additional section-includes work port valve seals
Q130 HYS012510000000000
Seal kit for 1 spool valve
Q130 HYS012510010100000
Seal kit for additional section-includes work port valve seals
Q130 HYS0125130-C
Seal kit, spool
Q30/Q35/Q45/GSV50 HYS06.019.27217.99
Spool seal retainer spacer
Q75/Q80/Q95 HYS06.019.27218.99
Spool seal retainer spacer
Q130 HYS06.019.27949.99
Spool seal retainer spacer
Q30/GSV50 HYS06.000.28460.99
Work port relief cavity plug
Q80 HYS06.000.27586.99
Work port relief cavity plug
Q130 HYS06.000.27989.99
Work port relief cavity plug
Q30/GSV50 HYS06.000.28850.99
Work port relief shim kit
Q80 HYS06.000.28851.99
Work port relief shim kit
Q30/GSV50 HYS03800 V30-B(50)
Work port relief, preset at 50 bar (725 PSI)
Q30/GSV50 HYS03800 V30-B(80)
Work port relief, preset at 80 bar (1150 PSI)
Q30/GSV50 HYS03800 V30-N(100)
Work port relief, preset at 100 bar (1450 PSI)
Q30/GSV50 HYS03800 V30-N(120)
Work port relief, preset at 120 bar (1750 PSI)
Q30/GSV50 HYS03800 V30-N(150)
Work port relief, preset at 150 bar (2150 PSI)
Q30/GSV50 HYS03800 V30-N(180)
Work port relief, preset at 180 bar (2600 PSI)
Q30/GSV50 HYS03800 V30-G(200)
Work port relief, preset at 200 bar (2900 PSI)
Q30/GSV50 HYS03800 V30-G(250)
Work port relief, preset at 250 bar (3625 PSI)
Q80 HYS08800 V30-B(50)
Work port relief, preset at 50 bar (725 PSI)
Q80 HYS08800 V30-B(80)
Work port relief, preset at 80 bar (1150 PSI)
Q80 HYS08800 V30-N(100)
Work port relief, preset at 100 bar (1450 PSI)
Q80 HYS08800 V30-N(120)
Work port relief, preset at 120 bar (1750 PSI)
Q80 HYS08800 V30-N(150)
Work port relief, preset at 150 bar (2150 PSI)
Q80 HYS08800 V30-N(180)
Work port relief, preset at 180 bar (2600 PSI)
Q80 HYS08800 V30-R(200)
Work port relief, preset at 200 bar (2900 PSI)
Q80 HYS08800 V30-R(250)
Work port relief, preset at 250 bar (3625 PSI)
Q130 HYS10800 V30-N
Work port relief, preset at 120 bar (1750 PSI)
Q30/GSV50 HYS03803 V33-B(50)
Work port relief with anti-cavitation, preset at 50 bar (725 PSI)
Q30/GSV50 HYS03803 V33-B(80)
Work port relief with anti-cavitation, preset at 80 bar (1150 PSI)
Q30/GSV50 HYS03803 V33-N(100)
Work port relief with anti-cavitation, preset at 100 bar (1450 PSI)
Q30/GSV50 HYS03803 V33-N(120)
Work port relief with anti-cavitation, preset at 120 bar (1750 PSI)
Q30/GSV50 HYS03803 V33-N(150)
Work port relief with anti-cavitation, preset at 150 bar (2150 PSI)
Q30/GSV50 HYS03803 V33-N(180)
Work port relief with anti-cavitation, preset at 180 bar (2600 PSI)
Q30/GSV50 HYS03803 V33-G(200)
Work port relief with anti-cavitation, preset at 200 bar (2900 PSI)
Q30/GSV50 HYS03803 V33-G(250)
Work port relief with anti-cavitation, preset at 250 bar (3625 PSI)
Q80 HYS08803 V33-B(50)
Work port relief with anti-cavitation, preset at 50 bar (725 PSI)
Q80 HYS08803 V33-B(80)
Work port relief with anti-cavitation, preset at 80 bar (1150 PSI)
Q80 HYS08803 V33-N(100)
Work port relief with anti-cavitation, preset at 100 bar (1450 PSI)
Q80 HYS08803 V33-N(120)
Work port relief with anti-cavitation, preset at 120 bar (1750 PSI)
Q80 HYS08803 V33-N(150)
Work port relief with anti-cavitation, preset at 150 bar (2150 PSI)
Q80 HYS08803 V33-N(180)
Work port relief with anti-cavitation, preset at 180 bar (2600 PSI)
Q80 HYS08803 V33-R(200)
Work port relief with anti-cavitation, preset at 200 bar (2900 PSI)
Q80 HYS08803 V33-R(250)
Work port relief with anti-cavitation, preset at 250 bar (3625 PSI)
Q130 HYS10803 V33-N
Work port relief with anti-cavitation, preset at 120 bar (1750 PSI)
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Spare Parts
HYDRAULIC AND GAS ENGINE PRODUCTS
LIMITED WARRANTY
HY-SPEC HYDRAULIK, warrants its Hydraulic products against defects in design, material and workmanship for a period of 
12-months from the date of sale.
HY-SPEC HYDRAULIK will replace any part of its products, free of charge, if after inspection by HY-SPEC HYDRAULIK the part 
is deemed a manufacturing defect. 
HY-SPEC HYDRAULIK, warrants its Gas Engine products against defects in design, material and workmanship for the 
following period from the date of sale:
-  12 months : Consumer use**
-    3 months : Commercial use***
     **   Consumer use means personal use by a consumer.
     ***  Commercial use means all others users, including commercial, income generating or rental.
This warranty does not apply to any product which has been subject to unauthorized modication, repair or alteration; an 
accident; improper operation or maintenance; abnormal conditions; or the wear from normal use.
HY-SPEC HYDRAULIK shall  not be liable for loss of time, manufacturing costs, labour, transport, material, loss of prots, 
consequential damages (direct or indirect), as a result of defective products.
HY-SPEC HYDRAULIK’s responsibility will be limited to the repair or replacement of the defective product or the reimbursement 
of the price paid at the time it was ordered.
Any warranty claim must be presented within 30 days of the manufacturing defect discovery. Shipping return charges are at 
the customer’s expense.
HYDRAULIC AND GAS ENGINE PRODUCTS LIMITED 
WARRANTY
HY-SPEC  HYDRAULIK  WARRANTS  ITS  HYDRAULIC 
PRODUCTS  AGAINST  DEFECTS  IN  DESIGN, 
MATERIAL AND WORKMANSHIP FOR A PERIOD OF 
12-MONTHS FROM THE DATE OF SALE.
HY-SPEC  HYDRAULIK  WILL  REPLACE  ANY  PART 
OF  ITS  PRODUCTS,  FREE  OF  CHARGE,  IF  AFTER 
INSPECTION BY  HY-SPEC  HYDRAULIK  THE PART  IS 
DEEMED A MANUFACTURING DEFECT. 
HY-SPEC  HYDRAULIK  WARRANTS ITS GAS  ENGINE 
PRODUCTS  AGAINST  DEFECTS  IN  DESIGN, 
MATERIAL  AND  WORKMANSHIP  FOR  THE 
FOLLOWING PERIOD FROM THE DATE OF SALE:
-  12 MONTHS : CONSUMER USE**
-    3 MONTHS : COMMERCIAL USE***
THIS  WARRANTY  DOES  NOT  APPLY  TO  ANY 
PRODUCT  WHICH  HAS  BEEN  SUBJECT  TO 
UNAUTHORIZED  MODIFICATION,  REPAIR  OR 
ALTERATION, AN ACCIDENT, IMPROPER OPERATION 
OR  MAINTENANCE,  ABNORMAL  CONDITIONS  OR 
THE WEAR FROM NORMAL USE.
HY-SPEC  HYDRAULIK  SHALL  NOT  BE  LIABLE  FOR 
LOSS OF TIME, MANUFACTURING COSTS, LABOUR, 
TRANSPORT,  MATERIAL,  LOSS  OF  PROFITS  OR 
CONSEQUENTIAL DAMAGES (DIRECT OR INDIRECT) 
AS A RESULT OF DEFECTIVE PRODUCTS.
HY-SPEC HYDRAULIK’S RESPONSIBILITY IS LIMITED 
TO  THE  REPAIR  OR  REPLACEMENT  OF  THE 
DEFECTIVE  PRODUCT  OR  THE  REIMBURSEMENT 
OF THE PRICE PAID AT THE TIME IT WAS ORDERED.
ANY  WARRANTY  CLAIM  MUST  BE  PRESENTED 
WITHIN  30  DAYS  OF  DISCOVERING  THE 
MANUFACTURING  DEFECT.  SHIPPING  RETURN 
CHARGES ARE AT THE CUSTOMER’S EXPENSE.
**  CONSUMER  USE  MEANS  PERSONAL  USE  BY  A 
CONSUMER.
*** COMMERCIAL USE MEANS ALL OTHERS USERS, 
INCLUDING  COMMERCIAL,  INCOME  GENERATING 
OR RENTAL.
HY-SPEC   WARRANTY
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Your distributor
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HY-SPEC 
IS A WAJAX INDUSTRIAL COMPONENTS BRAND. 
HY-SPEC HYDRAULIK 
specializes in the import and 
export of a wide range of high 
quality hydraulic components 
such as: agricultural, telescopic and 
u lity cylinders; direc onal control 
valves; gas engines; power packs and 
much more.
The HY-SPEC brand name stands for high 
quality hydraulic components. These 
products are manufactured around the 
world to our high speciﬁ ca ons, which 
are established by our engineering 
department.
The HY-SPEC team members have been 
chosen for their experience and are 
trained to give professional and eﬃ  cient 
service, which you can depend on. Their 
experience totals over 100 years in the 
hydraulic industry. They work closely 
with our customers to provide the best 
solu on for their applica on.


Typical Equipment
  Fork Li s
  Loaders
  Presses
  Tractors
Typical Industries
  Agriculture
  Construc on
  Forestry
  Mining
1.866.546.3267

info@Hy-spec.com
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