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multiple valve body, CETOP 3 
flow-reg.-valve CETOP 3 in A+B 
MGZ-06.-A+B/SV-08 
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multiple valve body, CETOP 3 
flow-reg.-valve CETOP 3 in A+B 
MGZ-06.-A+B/SV-08 
 
Ordering example: 
 
MGZ - 06A - A+B / SV - 08
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Model code: 
design

 

multipurpose valve body 
 
with mounting interface DIN 24340 form A
 

 
sandwichplate design 
size and material 
06A = aluminum (F37) 
 
06S = steel (9SMnPb28K resp. GGG-40) 
function mode

 

A+B = in A and B acting 
flow regulator valve

 

SV = flow regulator valve CETOP 3 
height 
08 = 80 mm 
 

 

Technical Data: 
note: 
The multipurpose valve body MGZ

-

06.

-

./SV are eiher on one or on both 

sides equiped with a mounting interface for two flow regulator valves 
CETOP 3 or for th valve housing 2MGA-06.-A./B. (see data-sheet no.: 
IH-170-068-00). Rotating the multipurpose valve body CETOP 3 around 
the longitudinal axis the flow direction of the flow regulator valve will 
change: e.g. from return to supply regulation. 
nominal pressure: 
350 bar (S)

 

250 bar (A) 
weight: 
0.8  /  2. 2 kg (A/S)

 

included: 
DT-06 = sealing plate with vulcanized O-ring (Viton FPM) 
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