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FEATURES  
  Manufactured in 1 to 5 sections (Monoblock) 
  Adjustable pressure relief valve 
  Inlet single acting check valve for each section 
  Spool negative filling 
  Optional high pressure carry over 
TECHNICAL SPECIFICATIONS  
Nominal flow Rate (L/min)  60 
Spool leakage at 100 bar (temp 
50ºC Visc. 27 cSt) ml/min 
20 
Max working pressure (bar)  350   Standard relief (bar)  60 - 350 
Max output back pressure (bar)  80   Optional relief (bar)  10 - 250 
Working temperature ºC    -10º max 80ºC  Weight (kg) 
M70 (1 Section) 
M70 (2 Sections) 
M70 (3 Sections) 
M70 (4 Sections) 
M70 (5 Sections) 
 
5.4 
8.7 
11.95 
15.35 
17.7 
Mineral oil  ISO VG 46  / 68 
Example: 
(Refer to spool type, Spool controller type and Port option charts for code letters) 
ORDERING CODE 
M70 A 3 A Z B Y F W XXX 
No. of spools 
3rd spool type 
Special options  
(if required designated by factory) 
3rd Spool controller type 
Series 
Ports op-
1st Spool type 
1st Spool controller type 
2nd Spool type 
2nd Spool controller type 
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SPARE PARTS  
CODE  DESCRIPTION  CODE  DESCRIPTION 
1101061  Rubber boot (handle)  R4/M45/M70  Lever - 200 mm 
R34/M70/M131  Lever assembly (with 200 mm handle)  SKVA016  Seal kit 
PORT OPTIONS  
POSITION  THREAD 
P  1/2 BSPP 
A-B  1/2 BSPP 
T  1/2 BSPP 
ST1  3/4 BSPP 
A-B Flange on request 
SPOOL OPTIONS 
TYPE  DIAGRAM  TYPICAL USES  SPOOL TYPE 
A    Double acting cylinders  3 Position double acting 
B   
Single acting rams 
(Megaram, Binotto) 
3 Position single acting 
service in A 
F    Motor circuits 
3 Position double acting A 
and B to tank 
CONTROLLER OPTIONS 
TYPE  DIAGRAM  TYPICAL USES 
Z    3 Position, spring return to centre 
Y    Detent in 3 positions 
X    Pneumatic pilot spring centred 
Q    3 Position, spring return to centre, detent in B 
O    2 Position, service in A detent in A and O 
J    2 Position, service in a spring return to O 
75 
25.5 
9 
53.5 
238 
M10 
113 
17.5 
150 
19.5 
45  51.5 
H10 
T 
B  B 
P 
A  A 
23.5 
ST1 
100 
79 
64 
50 
56.5 
124 
6.5 
34  27 
70 
27 
P 
25 
M5 
18 
33 
33 
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