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Description
Featuring Coreless Element Technology
Flows to 125 gpm (475 L/min)
Pressures to 4500 psi (310 bar)
Port size: 1-1/2" 
Please Note:
The 9720 series filter assemblies are no longer available and are being
replaced with Ultipleat® UH319 Filter Assemblies
All replacement filter elements, differential pressure indicators and sealkits remain available for this series. See
‘Ordering Information’ tab above for details of spares.
Specifications
Features
Bleed Valve
Extra Long Threads
Full Flow Fast Response Bypass Valve
Ductile Head and Cap
O-Ring Seals
Heavy Wall Thickness Steel Tube
Ultipor® III Element
Optional Differential Pressure Devices
Drain Port and Plug
Flat Mounting Pad
Maximum Allowable Working Pressure:
4500 psi (310 bar)
Fatigue Pressure Rating:
Rated Fatigue pressure: 3000 psi (207 bar) 10
7
 cycles per NFPA T2.6.1 - 1974
Temperature Range:
Nitrile seals -45°F to 225°F (-43°C to 107°C)
Fluorocarbon seals -20°F to 250°F (-29°C to 120°C)
140°F (60°C) maximum in HWCF or water-glycol fluids
Dry Weights:
1-high 61 lbs. (27.8 kg) 
2-high 81 lbs. (37 kg)
3-high 101 lbs. (46 kg) 
Filter Element Collapse Pressure:
9700–290 psid (20 bar)
8904–150 psid (10 bar)
Contact Us: www.pall.com/contact
9720/24 Series Filter Assemblies
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8904–150 psid (10 bar)
Dimensional Drawings
Performance
Element Pressure Drop Factor
Multiply actual flow rate times factor to determine pressure drop with fluid at 150 SUS (32 cSt), 0.9 S.G. 
Correct for other viscosities by multiplying new viscosity in SUS/150 x new S.G/0.9.
 
9700 Series Element  P factor (psid/gpm)
 
Length KZ KP KN KS KT
           
9" 0.26 0.12 0.10 0.08 0.05
           
18" 0.12 0.06 0.05 0.04 0.03
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Assembly P/N:     
H 972
24
             
   
Table1
 
Table2 Table3
 
Table4 Table5 Table6 Table7
     
       
Element P/N:        HC  9720 (9720 Housing)  
  F
       
         8904 (9724 Housing)
   
Table4 Table5 Table1
 
     
           
27" 0.08 0.04 0.03 0.02 0.02
 
 
 
8904 Series Element  P factor (psid/gpm)
 
Length KZ KP KN KS KT
           
8" 0.36 0.17 0.14 0.10 0.07
           
16" 0.15 0.07 0.06 0.04 0.03
           
26" 0.10 0.04 0.04 0.03 0.02
 
 
Ordering Information
 
Add a "1" suffix to specify a single
length element for housing length
option "2" or "3".  Omit to specify multiple, single-length stacked elements.      Note: Choose from the options
in the following tables to compile the specific Product Number.
Table 1: Seal Options
 
Code Seals
   
H Nitrile
   
Z Fluorocarbon
 
TABLE 2: ELEMENT OPTIONS
 
Code Rating
   
0 290 psid (standard)
   
4
150 psid (coreless)
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TABLE 3: PORT STYLE OPTIONS
 
Code Port Style
   
A
SAE J514 straight thread
   
D Flange SAE J518c-Code 61
   
K
Manifold mount
 
 
 
TABLE 4: FILTER ELEMENT OPTIONS
 
Code ß
x    
200 ß
x(c)
=1000
     
KZ <1 2.5
     
KP 3 5
     
KN 6 7
     
KS 12 12
     
KT 25 22
 
 
 
 
Table 5: Length Options*
 
Assembly Code Element Code**
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1 9 (9720)
   
2
18 (9720)
   
3
27 (9720)
   
S
8 (9724)
   
U
16 (9724)
   
V
26 (9724)
 
* Use code in second column for element part no. 
** Nominal length in inches. To stack 9" elements use Pall P/N HBS630-ID5
(reusable).
 
Table 6: Bypass Valve Options
 
Code Description
   
B
50 psid
   
C
50 psid bypass with reverse flow
 
 
TABLE 7: DIFFERENTIAL PRESSURE DEVICE OPTIONS
 
Code Description
   
P
Visual indicator with thermal lockout
   
D
Visual indicator with no thermal lockout
   
L
Electrical switch (SPDT) with 6" leads
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T
Electrical switch with DIN connector
   
M
‘T’ type switch with matching wiring cap
   
S
Electrical switch with MS receptacle
   
V
Combined visual/electrical with DIN connector
   
B
Bleed plug and seal in place of indicator
   
2
'P' and 'L'
   
3 'P' and 'S'
 
 
 

Contact Information
Pall Office(s)
World Headquarters
25 Harbor Park Drive
Port Washington, NY 11050
USA
Phone: (516) 484-3600
Alternate Phone: 1-800-289-
7255
Fax: (516) 801-9754
Driving Directions
Map
Pall Trincor    
770 Pennsylvania Drive    
Suite 100    
Exton, PA 19341    
USA    
Phone: 610 458 9500    
Fax: 610-458-9595
Distributor(s)
Applied Energy Company
1205 Venture Court
Suite 100
Carrollton, TX 75006
USA
Phone: 214-355-4200
Fax: 214-355-4201
Applied Energy Company, LLC. 
9421 FM-2920, BLDG 21
Tomball
TX  77375
USA
Phone : 281-351-2396
Fax : 281-351-2670
Alternate Phone : 214-335-3307
Applied Energy Company
5728 Plauche Street, Suite A
New Orleans, LA 70123-4132
Phone: 504.733.9015
Fax: 504.734.5734
Applied Energy Company
6803 South Western Avenue
Suite 407
Oklahoma City, OK 73139
Phone/Fax: 405.634.3636
Applied Energy Company 
Arkansas USA
Phone : 800-624-4245
Email :
jeff.moreau@appliedenergyco.com
Applied Energy Company 
New Mexico USA
Phone : 800-580-1171
Email :
mark.scott@appliedenergyco.com
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Applied Energy Company 
110 Travis St.
Suite # 225
Lafayette,
Louisiana 70503
USA
Phone : 337-839-9730
Fax : 337-572-8017
Email :
jeff.moreau@appliedenergyco.com
Enpro, Inc. 
121 S. Lombard Road
Addison, IL 60101 
Phone: 630-629-3504
Fax: 630-629-3512
Email: inquiry@enproinc.com
Website:
http://www.enproinc.com
Enpro, Inc.
8888 Keystone Crossing
Suite 1300
Indianapolis, IN 46240
Phone: (317) 872-1422
Fax: (317) 872-1554
Email: inquiry@enproinc.com
Website:
http://www.enproinc.com
Enpro, Inc.
7300 West 110th St., 7th Floor
Overland Park, KS 66210
USA
Phone: (913) 327-8400
Fax: (913) 327-8401
Email: inquiry@enproinc.com
Website:
http://www.enproinc.com
Enpro, Inc.
1001 Craig Road
Suite 260
St. Louis, MO 63146
USA
Phone: (314) 878-6161
Fax: (314) 878-0470
Email: inquiry@enproinc.com
Website:
http://www.enproinc.com
Enpro, Inc.
11329 P St., Ste 110
Omaha, NE 68137
USA
Phone: (402) 597-2306
Fax: (402) 597-2320
Email: inquiry@enproinc.com
Website:
http://www.enproinc.com
Flodraulic Group - West Coast
2125 East 5th Street, Suite 113
Tempe, AZ 85281
Phone: 480.921.5440
Phone: 866.921.5440
Fax: 480.921.3272
Flodraulic Group
2881A Saturn Street
Brea, CA 92821
USA
Phone: 714 578 2940
Fax: 714 578 2954
Flodraulic Group
2881A Saturn Street
Brea, CA 92821
USA
Phone: 714 578 2940
Fax: 714 578 2954
Flodraulic Group                
3539 North 700 West
Greenfield, IN 46140           
USA                
Phone: 317-890-3700                
Fax: 317-890-3707
Flodraulic Group - Mid West
765 N. Hague Ave
Columbus, OH 43204
Phone: 614-276-8141
Phone: 800-347-7727
Fax: 614-274-6766
Flodraulic Group - West Coast
2125 East 5th Street, Suite 113
Tempe, AZ 85281
Phone: 480.921.5440
Phone: 866.921.5440
Fax: 480.921.3272
Hydra Air Pacific
3169 Koapaka Street    
Honolulu, HI 96819    
USA    
Phone: 808 834 7656    
Fax: 808 839 7040    
Inseco, Incorporated
Julia Industrial Park
A Street – Matadero Corner
San Juan, PUERTO RICO 00920 
Tel: 787.781.2655
Fax: 787.793.3620
E-Mail:
Nestor_Guedez@insecopr.com
Contact: Nestor Guedez
J.M. Grimstad Inc.    
S84 W18887 Enterprise Drive    
Muskego, WI 53150    
USA    
Phone: 414.422.2300    
Fax: 414.422.2339
J.M. Grimstad Inc.
6203 Chancellor Drive
Cedar Falls, IA 50613
Phone: 319.277.8550
Fax: 319.277.1691
J.M. Grimstad Inc.
1100 Zane Avenue North
Minneapolis, MN 55422
Phone: 763.544.6100
Fax: 763.544.0282
Ralph W. Earl Company    
5930 Easy Molloy Road    
Syracuse, NY 13220    
USA    
Phone: 315 454 4431    
Fax: 315 454 0977
S.G. Morris Company    
699 Miner Road    
Cleveland, OH 44143
USA
Phone: 866-746-6774
Fax: 866-746-2556
S.G. Morris Company
217 Executive Drive, Suite #201
Cranberry Twp., PA 16060-6411
Phone: 724.779.0010
Fax: 724.779.0090
Systems Specialties, Inc.    
390 Enterprise Court    
Bloomfield Hills, MI 48302    
USA    
Phone: 248 332 0099    
Fax: 248 332 4919
Tech Star, Inc.    
200 West 34th Avenue    
Suite 381    
Anchorage, AK 99503    
USA    
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Phone: 907 277 6624    
Phone: 907 561 4900    
Fax: 907 277 6629
© 2014, Pall Corporation, Pall, and other names are trademarks of Pall Corporation.
® indicates a registered trademark in the USA.
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