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Spin-On Filters  Introduction
Product Description
 
STAUFF provides a complete range of Spin-On filters which can be used either as suction filters or as return line filters for low pressure applications. The various ranges meet international  
standards. The corresponding STAUFF Filter Elements are available from stock.
Technical Data
 

Material  


F

il

t
e

r 
head:

A

lu

m
i

n
iu

m 


S

e

a
li

n
g

s
:

N

BR 
(

Buna-N
®)

Port Connection


BSP


NPT


SAE Flange


SAE O-ring thread
  Other port connections on request
Operating Pressure


Up to 14 bar / 200 PSI
Nominal Flow Rate  


U

p

 to 460 l
/

min 
/

 120 U
S

 
G

PM 
Options and Accessories
Clogging Indicators  


V

i

sua
l

 c
l

o
ggi

n
g

 
i

n
di

cator w
i

t
h

 co
l

oure
d

 se
g

ment
s



El

e

ctr
i

ca
l

 c
l

o
ggi

n
g

 sw
i

tc
h

 
O

t

her t
yp

es available on re
q

ues
t

Private Labelling  
















Private Labeling 
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Filtration
Technology
C
S
p

in-On Filter
s

Technical Data
Type A
S

pin-
O

n Filter with seal contour 
A

 


























Spin on Filters Quick Reference Guide
Spin-On Filter Heads Spin-On Filter Elements (see page ...)
Series Size Port Spigot
Max. Flow Rate* Catalog 
Page
Seal Contour
SF63 SF65 SF67
SFC-35
SFC-36 
SFC-57
SFC-58
SFCT-35
SFCT-36
SFCT-57
SFCT-58l/min US GPM Type A Type B
S

LF
02

1/4 NPT 3/4–16 UNF
19 5 C134 x

C

14
6

S

LF
03

3/8 NPT 3/4–16 UNF
19 5 C134 x

C

146
S

L
F

04

9/16–18 UN 3/4–16 UNF
26 7 C134 x

C

14
6

S

AF
0

5 1/2 NPT 1–12 UNF
57 15 C135 x

C

14
7

S

A
F

06

3/4–16 UN 1–12 UNF
57 15 C135 x

C

147
S

AF
0

7 3/4 NPT 1–12 UNF
90 25 C135 x

C

14
7

S

AF
11

1-1/16–12 UN 1–12 UNF
90 25 C135 x

C

147
S

A
F

10

1 NPT 1–12 UNF
128 34 C136 x

C

14
7

S

AF
13

1-5/16–12 UN 1–12 UNF
128 34 C136 x

C

147
SSF

12
/

12
N

G3/4 G3/4
90 25 C137 x

C

144
SS

F
100

1 NPT G1-1/4 + 1-1/2–16 UN
170 45 C138 x x

C

148
C

145
SS

F 120
L

1-1/4 NPT G1-1/4 + 1-1/2–16 UN
225 60 C138 x x

C

14
8

C

14
5

SSF

120

1-1/4 NPT G1-1/4 + 1-1/2–16 UN
225 60 C138 x x

C

148
C

145
S

SF
130

1-5/16–12 UN G1-1/4 + 1-1/2–16 UN
225 60 C138 x x

C

14
8

C

14
5

SSF

1
60

1-5/8–12 UN G1-1/4 + 1-1/2–16 UN
225 60 C138 x x

C

14
8

C

14
5

SS

F
1

5
0

1-1/2 NPT 1-1/2–16 UN
300 80 C139

x

C

148
SSF

180

1-7/8–12 UN 1-1/2–16 UN
300 80 C139

x

C

14
8

SS

F 24
N

1-1/2 NPT G1-1/4 + 1-1/2–16 UN
454 120 C140 x x

C

14
8

C

14
5

SSF

2

4
S

1-7/8–12 UN G1-1/4 + 1-1/2–16 UN
454 120 C140 x x

C

14
8

C

14
5

SS

F
2

5
1-1/2 NPT and  
2 SAE Flange
G1-1/4 + 1-1/2–16 UN
454 120 C141 x x

C

148
C

145
SS

F
T

12

3/4 NPT G3/4
75 20 C142 x x

C

144
SS

FT
20

1-1/2 NPT G1-1/4 + 1-1/2–16 UN
200 53 C143 x

C

14
5







Spin-On Filters  Quick Reference Guide 
Type B
S

pin-
O

n Filter with seal contour B






























Allowed seal t
yp

es for S
p

in-On element
s

Thin sea
l

 
Wid

e sea
l

     L-sha
p

ed sea
l
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Technical Data / Dimensions / Order Code
Spin-On Filter Heads  SLF-02 / 03 / 04
Technical Data
Construction  








Material  

A

luminiu
m

Port Connection


NP

T



S

A

E 
O

-rin
g

 threa
d

 
Flow Rate  


2

6 l/min / 7 US GPM for return line a
pp

licatio
n



7l

/min / 2 US GPM for suction line a
pp

lication 
Operating Pressure  


M

a

x. 14 
ba

r 
/

 2
00

 P
S

I 


M

ax. 5,5 bar / 80 PSI differential 
p

ressure  
(for any applicaton with no bypass valve)
Temperature Range  

-

3

2°
C

 ... +100°
C

 
/

 -25°F ... +212°F
Media Compatibility
 
 









Options and Accessories
Filter Elements  


F

o

r 
use

 with 
S

F
63

 
se

ri
es

 
e

l
e

m
e

nt
s

F

or element t
yp

es with seal contour t
yp

e A






s

e

e page C146
T

he element is not part of the scope of deliver
y

Clogging Indicators  


V

i

sua
l

 c
l

ogg
i

ng 
i

n
di

cator w
i

t
h

 co
l

oure
d

 segment
s



E

l

ectrical clo
gg

in
g

 switch 0,35 ... 2,5 bar 
/

 5 ... 35 P
SI

a
dj

usta
ble

F

or clo
gg

in
g

 indicator types see pa
g

e C15
2

Order Code

S

F
63

8

7
3

.
43

쐃 Type
 
Sp

in-On Filter Hea
d

S

L
F

쐇 Connection Style
SLF - 02 - 0
쐋 Clogging Indicator Port Options
 
N

ote: 
S

tandard
cl

o
ggi

n
g

 
i

n
di

cator 
p

ort is 1
/

8 NPT
.

Co

nn
ec

ti
o

n 


Code

N

PT 1
/

4 
02

N

P
T

3/8

  03
S

AE
9/

1
6

–1
8

 
04

N

o c
l

o
ggi

n
g

 
i

n
di

cator por
t

0

Clo
gg

in
g

 indicator port drilled for return line 
a
ppli

cat
i

o
n

1

Clogging indicator port drilled for 
suction line applicatio
n

2

All

 c
l

o
ggi

n
g

 
i

n
di

cator ports 
d

r
ill

e
d

4

S
p

ecial
9

Dimensions 
3/

4
–

16

 
U

N
F

M

ount
i

ng 
h

o
l

es 
(

2x
)

1/

4
–

2

0 UNC 
(

9 / .38 deep
)

C

l
ea

r
a

n
ce

 f
o

r 
e

l
e

m
e

nt r
e

m
o

v
a

l: 1
5

 
/

 .
59

C

logging Indicator Ports: 1/8 NP
T

Pos. 1 for return line applicatio
n

Pos. 2 
f

or suction line a
pp

licatio
n

TL

OUT

L

T

LET

TL

INLET

LET

INL

INLET

77

,
5

3

.
05

Ø

77,
5

3

.
05

4

1,7
1

.
64

14,2

.

56
2

8,
5

1.12

10

.
39

3

8,
5

1

.
52

38

,
1

1.50
Ø24,9 (2X)

.98

L

Dim
e

n
s

i
o

n
s

 in mm 
/

 i
n

Ø

77
,

5
3.05
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Filtration
Technology
C
S
p

in-On Filter
s

Technical Data / Dimensions / Order Code








L1 
S

F65 short elements
14
7

5

.7
6

L2 SF65 lon
g

 elements
204

8

쐏 Clogging Indicator Port Options
 
Note: 
S

tandard
cl

ogg
i

ng 
i

n
di

cator 
p

ort is 1
/

8 NPT
.

N

o clogging indicator por
t

0
C

lo
gg

in
g

 indicator port drilled for return line 
a
ppli

cat
i

on
1

Clogging indicator port drilled for
suction line a
pp

licatio
n

2

A

ll clogging indicator ports drilled 4
Sp

ecial 9
M

ounting holes (2x)
1/

4
–

20 UN
C

 
(

17 
/

 .70 deep
)

C

learance for element removal: 19 
/

 .7
5

Clo
gg

in
g

 Indicator Ports: 1/8 NP
T

Pos. 1 for return line applicatio
n

Pos. 2 for suction line applicatio
n

Spin-On Filter Heads  SAF-05 / 06 / 07 / 11
Technical Data
Construction  








Material  
 Aluminiu
m

Port Connection


NPT



S

AE 
O

-rin
g

 threa
d

 
Flow Rate  


9

0 l/min / 25 US GPM for return line a
pp

licatio
n



23 l/min / 6 US GPM for suction line a
pp

lication 
Operating Pressure  


Ma

x. 14 
ba

r 
/

 2
00

 P
S

I 


M

ax. 5,5 bar / 80 PSI differential 
p

ressure 
(for any applicaton with no bypass valve)
Temperature Range  

-

32°
C

 ... +100°
C

 
/

 -25°F ... +212°F
Media Compatibility    







Options and Accessories
Filter Elements  


Fo

r 
use

 with 
S

F
65

 
se

ri
es

 
e

l
e

m
e

nt
s

For element t
yp

es with seal contour t
yp

e A




see page C147
The element is not part of the scope of deliver
y

Valve  


B

ypass valve (integrated in the head): 
O

ptiona
l

Clogging Indicators  


Vi

sua
l

 c
l

o
ggi

n
g

 
i

n
di

cator w
i

t
h

 co
l

oure
d

 se
g

ment
s



E

lectrical clo
gg

in
g

 switch 0,35 ... 2,5 bar 
/

 5 ... 35 P
SI

a
dj

usta
ble

For clo
gg

in
g

 indicator types see pa
g

e C152
Order Code
Dimensions
D

im
e

n
s

i
o

n
s

 in mm 
/

 i
n

SAF - 07 - 25 - 0
쐃 Type
 
S

pin-
O

n Filter Head 
S

A
F

쐇 Connection Style
쐋 Bypass Options
C

onnection 


Cod
e

N

P
T

1
/2

0
5

S

AE
3/

4–1
6

0
6

NPT

3/

4
07

S

AE 1-1
/

1
6

–12
11

No bypass
00

0,

2 bar 
/

 3 P
S

I
0

3
0

,35 bar / 5 PSI
05

1 bar 
/

 15 P
SI

1

5
1
,

7 bar 
/

 25 P
SI

25
1–12 
UNF

3

8
,1

1

.
50

9
5

3

.7
5

Ø

93
,

2
3

.
6

7
22

.
87

L

1
4
4

1

.7
5

76
3

1

5
.
6

L

2
Spin-On Filter Head
SAF-05/06
Spin-On Filter Head
SAF-07/11
0,75
0,6
0,45
0,3
0,15
0,0 
0,75
0,6
0,45
0,3
0,15
0,0 
10
8
6
4
2
0
10
8
6
4
2
0
p in bar
p in PSI
p in bar
p in PSI
        Q in l/min
    Q in US GPM
        Q in l/min
    Q in US GPM
 0   25  50  75  100  0   25  50  75  100
0   5 10 15 20 25 0   5 10 15 20 25
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Spin-On Filter Heads  SAF-10 / 13
Technical Data
Construction  










Material  


A
l

uminiu
m

Port Connection


N

PT



S

A

E 
O

-rin
g

 thread 
Flow Rate  


1

2

8 l/min / 34 US GPM for return line a
pp

licatio
n



3

0

 l/min / 8 US GPM for suction line a
pp

licatio
n

Operating Pressure


M

a

x. 14 
ba

r 
/

 2
00

 P
S

I


M

ax. 5,5 bar / 80 PSI differential 
p

ressure  
(for any applicaton with no bypass valve) 
Temperature Range  


-

32°
C

 ... +100°
C

 
/

 -25°F ... +212°F
Media Compatibility    







Options and Accessories
Filter Elements  


F

o

r 
use

 with 
S

F
65

 
se

ri
es

 
e

l
e

m
e

nt
s

F

o

r element t
yp

es with seal contour t
yp

e A








s

ee page C147
T

he element is not part of the scope of deliver
y

Valve  










Clogging Indicators  


V

i

sua
l

 c
l

o
ggi

n
g

 
i

n
di

cator w
i

t
h

 co
l

oure
d

 se
g

ment
s



E

lectrical clo
gg

in
g

 switch 0,35 ... 2,5 bar 
/

 5 ... 35 P
SI

a
dj

usta
ble

F

o

r clo
gg

in
g

 indicator types see pa
g

e C152
Dimensions 
Dim
e

n
s

i
o

n
s

 in mm 
/

 i
n

Order Code
SAF - 10 - 25 - 0
쐃 Type
 
Sp

in-On Filter Hea
d

SA

F

쐇 Connection Style
쐋 Bypass Options
Co

nn
ec

ti
o

n





Code

NPT

1

10

S

A
E

1

-5
/

1
6

–

12

13

N

o bypass 0
0

0,

2 bar 
/

 3 P
S

I 03
0,

35 bar / 5 PS
I

05

1

 bar / 15 PS
I

15

1,

7 bar 
/

 25 P
SI

25

1

–
1

2 
UNF

F

OUT

IN

38,1
1.
50

92
,

7
3

.
65

Ø

93,2
3.6
7

L1
2

3
,1

.91

L2
4

6,5
1

.
83

16,5
.
65

77
3

.
03















L

1 
S

F65 short elemen
t

147

5

.7
6

L

2 SF65 lon
g

 elemen
t

204

8

Mounting holes (2x)

)

1

/4–20 UNC 
(

23 / .94 deep
)

C

learance for element removal: 19 
/

 .75
C

logging Indicator Ports: 1/8 NP
T

P

os. 1 for return line applicatio
n

P

os. 2 
f

or suction line a
pp

lication
쐏 Clogging Indicator Port Options
 
N

ote
:

S

tandard
cl

o
ggi

n
g

 
i

n
di

cator
p

ort is 1
/

8 NPT.
N

o c
l

o
ggi

n
g

 
i

n
di

cator por
t

0

Clogging indicator port drilled for return line 
application
1

C

lo
gg

in
g

 indicator port drilled for
suct
i

on 
li

ne app
li

cat
i

o
n

2
A

ll clo
gg

in
g

 indicator ports drilled
4

S

pecial
9

Spin-On Filter Head
SAF-10/13
0,75
0,6
0,45
0,3
0,15
0,0 
10
8
6
4
2
0
p in bar
p in PSI
        Q in l/min
    Q in US GPM
 0   25  50  75  100
0   5 10 15 20 25
Sp

in-On Filter
s

Technical Data / Dimensions / Order Code
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Filtration
Technology
C
95

3

.7
4

G

3/
4

19,

5
.7
7

Ø

98
3

.
86

43

1.6
9

20

.7
9

5
8

,5
2.3
0

3

8
1

.
49

L

2
L1

Spin-On Filter Heads  SSF-12 / 12N
Technical Data
Construction  










Material  


A
l

uminium
Port Connection


B

S

P 
Flow Rate  


9

0 l
/

min 
/

 25 U
S

 
G

PM for return line applicatio
n



2

3

 l/min / 6 US GPM for suction line a
pp

lication
Operating Pressure  


M

a

x. 12 
ba

r 
/

 174 P
S

I


M

ax. 4 bar / 58 PSI differential 
p

ressure  
(

for any applicaton with no bypass valve) 
Temperature Range  


-

32°C ... +100°C / -25°F ... +212°F
Media Compatibility    







Options and Accessories
Filter Elements  


F

o

r use with 
S

F
C

-35
/

36 series element
s

F

o

r e
l

ement t
yp

es w
i

t
h

 sea
l

 contour t
yp

e 
A












s

ee pa
g

e C144
T

h

e element is not 
p

art o
f

 the sco
p

e o
f

 deliver
y

Valve  







Clogging Indicators  


V

i

sual clogging indicator with coloured segment
s



E

lectrical clogging switch 1,3 bar 
/

 19 P
S

I
a
dj

usta
ble

F

o

r clo
gg

in
g

 indicator types see pa
g

e 
C

152
Dimensions 
Order Code
SSF - 12 - 25 - 4
쐃 Type
 
S
p

in-On Filter Head
S

SF

쐇 Connection Style
쐋 Bypass Options
C

onnectio
n






C

ode
B
SP

3/4

12
NPT

3/

4
12N

N

o bypas
s

00
0
,

2 bar 
/

 3 P
SI

03

1

,7 bar / 25 PSI
25

쐏 Clogging Indicator Port Options
 
N

ote
:

 
S

tandard c
l

o
ggi

n
g

 
i

n
di

cator
p

ort is 
G

1
/

8.
All clogging indicator ports drilled 4
Sp

ecial
9

D

imensions in mm / in



L

1 
S

F
C

-3
5

14
5

5.7
0

L

2 
S

F
C

-36
190

7.
50

Mountin
g

 holes 
(

2x
)

M8 (17.5 
/

 .69 deep
)

1
/

4
–

2

0x17,5 
(

.70
)

 for NPT or 
S

AE ports
C

l
ea

r
a

n
ce

 f
o

r
element removal: 19 
/

 .7
5

Spin-On Filter Head
SSF-12
0,75
0,6
0,45
0,3
0,15
0,0
10
8
6
4
2
0
p in bar
p in PSI
        Q in l/min
    Q in US GPM
0                                  50                                           100
0                5               10               15              20                  25
2.
99

Note: Other settin
g

s available on request
.

S
p

in-On Filter
s

Technical Data / Dimensions / Order Code
C

lo
gg

in
g

 Indicator Ports: G1/
8

Pos. 1 for return line applicatio
n

Pos. 2 for suction line applicatio
n

C

lo
gg

in
g

 Indicator Ports: 1
/

8NP
T

P

os. 2 
f

or return line a
pp

licatio
n

P

os. 1 for suction line application
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Technical Data / Dimensions / Order Code
쐏 Clogging Indicator Port Options
 
N
o

t
e

: 
S

t
a

n
da

r
d

 clogging indicator
p

ort is 1/8 NPT.
N

o c
l

o
ggi

n
g

 
i

n
di

cator port
0

C

logging indicator port drilled for return line
app

lication
1

C

logging indicator port drilled for 
s

uction line application
2

All

 c
l

o
ggi

n
g

 
i

n
di

cator ports 
d

r
ill

e
d

4

S
p

ecia
l

9

Spin-On Filter Heads  SSF-100 / 120 / 120L / 130 / 160
Technical Data
Construction  










Material  

A

lu
m

inium
Port Connection


NPT



SA

E 
O

-rin
g

 threa
d

Flow Rate 
 


22

5 l/min / 60 US GPM for return line a
pp

licatio
n



4
6

 
l

/min / 12 US GPM for suction line a
pp

lication
Operating Pressure


Ma

x. 14 
ba

r 
/

 2
00

 P
S

I 


Ma

x. 5,5 bar / 80 PSI differential 
p

ressure  
(for any applicaton with no bypass valve)  
Temperature Range  

-3

2°
C

 ... +100°
C

 
/

 -25°F ... +212°F
Media Compatibility 
 
 







Options and Accessories
Filter Elements  


Fo

r 
use

 with 
S

F
6

7 
a

n
d

 
S

F
C

-
5

7
/58

 
se

ri
es

 
e

l
e

m
e

nt
s

Fo

r element t
yp

es with seal contour t
yp

e A and B 






se

e

 page C148 
f

or SF67 and page C149 for SFC-57/58. 
  Th
e

 element is not part of the scope of deliver
y

Valve  













Clogging Indicators  


Vi

s

ua
l

 c
l

o
ggi

n
g

 
i

n
di

cator w
i

t
h

 co
l

oure
d

 se
g

ment
s



El

e

ctrical clo
gg

in
g

 switch 0,35 ... 2,5 bar 
/

 5 ... 35 P
SI

a
dj

us

t
able

Fo

r clo
gg

in
g

 indicator types see pa
g

e C15
2

Dimensions 
Dimensions in mm 
/

 i
n

Order Code
SSF - 120 - 25 - 0
쐃 Type
 
Spin-On Filter Head SSF
쐇 Connection Style
쐋 Bypass Options
C

onnectio
n






C

ode
NPT

1

1

00
NPT

1-1
/

4 12
0L

NPT

1-1
/

2
120

S

AE 1-5
/

16–1
2

130

S

AE 1-5
/

8–12
160

N

o 
b

ypas
s

00
0
,

2 bar 
/

 3 P
SI

03

0,35 bar / 5 PS
I

05

1

 bar 
/

 15 P
S

I 1
5

1,

7 bar / 25 PSI
25

5

0
1.87
1

33
5

.
24

ØD

L2

L

1
28

1

.
10

61

2.4
93
,5

3

.
68

Dual spi
g

ot
G

1-1
/

4 and 
1-1
/

2–1
6

 
UN

C

learance for element removal: 40 
/

 1.5
8

C

lo
gg

in
g

 Indicator Ports: 1
/

8 NPT
P

os. 1 
f

or return line a
pp

lication
P

os. 2 for suction line applicatio
n

M

ounting holes (2x)
5/1

6

–18 UN
C

 
(

19 / .75 deep
)

Spin-On Filter Head
SSF-100/120/120L/130/160
1,0
0,8
0,6
0,4
0,2
0,0
15
12
9
5
3
0

p in bar
p in PSI
        Q in l/min
    Q in US GPM
0   100  200  300  325
0  25 50 75 87.5
Ø

13
3

5.24




L

Ø
D

L1 
S

F
C

-5
7

180

132

7

.1
0

5

.2
0

L2 
S

F
C

-
58

226

132

8

.
90

5

.
20

L1 
S

F67 short element
1
68

12
8

6

.
60

5.
10

L

2 
S

F67 lon
g

 element
2

7
0

128

1
0

.
60

5

.1
0
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C
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Filtration
Technology
C
S
p

in-On Filter
s

Technical Data / Dimensions / Order Code
Order Code
D

im
e

n
s

i
o

n
s

 in mm 
/

 in
SSF - 150 - 25 - 0
쐃 Type
 
S
p

in-On Filter Head
S

SF

쐇 Connection Style
쐋 Bypass Options
Co

nn
ec

ti
on






Code

NPT 1-1
/

2 
150

S

A
E

1-7
/8

–12  180
N

o 
b

ypas
s

00
0
,

2 bar / 3 PS
I

03

0,35 bar / 5 PS
I

0

5
1

 bar 
/

 15 P
S

I 15
1,

7 bar / 25 PSI
25

4

7
,8

1

.88
1-1
/

2–1
6

 
UN

1

9

,05
.7
5

1

9,05
.7
5

2
8

1

.
1

133,4
5

.
24

61

2

.
4

L2

L1

O

U
T

IN

Ø133,4

5.24















L1 
S

F67 short elemen
t

168

6

.
60

L2 SF67 lon
g

 elemen
t

2

7
0

10

.
60

C

l
ea

r
a

n
ce

 f
o

r 
e

l
e

m
e

nt r
e

m
o

v
a

l: 
30

 
/

 1.1
8

C

logging Indicator Ports: 1
/

8 NP
T

Pos. 1 
f

or return line a
pp

lication
Pos. 2 
f

or suction line a
pp

lication
M

ount
i

n
g

 
h

o
l

es 
(

6x
)

5/

1
6

–1
8

 
U

N
C

 
(22 
/

 .88 deep
)

쐏 Clogging Indicator Port Options
 
No

t
e:

 
S

t
a

n
da

r
d

 c
l

o
ggi

n
g

 
i

n
di

cator 
p

ort is 1/8 NPT
.

N

o clogging indicator port
0

C

lo
gg

in
g

 indicator port drilled for return line
a

pp
li

cat
i

on
1

C

lo
gg

in
g

 indicator port drilled for
s

uction line a
pp

lication
2

All clogging indicator ports drilled
4

S

pecia
l

9

Ø

128
5

.10
Ø

133
5.2
4

Spin-On Filter Heads  SSF-150 / 180
Technical Data
Construction  












Material  


A

l

uminium 
Port Connection


N

PT



S

AE 
O

-rin
g

 thread 
Flow Rate  


3

0

0 l/min / 80 US GPM for return line a
pp

lication


1

1

3 l/min / 30 US GPM for suction line a
pp

lication
Operating Pressure  


M

a

x. 14 
ba

r 
/

 2
00

 P
S

I


M

a

x. 5,5 bar / 80 PSI differential 
p

ressure 
(

for any applicaton with no bypass valve) 
Temperature Range  


-

32°
C

 ... +100°
C

 
/

 -25°F ... +212°F 
Media Compatibility    







Options and Accessories
Filter Elements  


F

o

r 
use

 with 
S

F
6

7 
se

ri
es

 
e

l
e

m
e

nt
s

F

o

r element t
yp

es with seal contour t
yp

e B







s

ee page C14
8

  T
h

e element is not part of the scope of delivery
Valve  








Clogging Indicators  


V

i

sua
l

 c
l

o
ggi

n
g

 
i

n
di

cator w
i

t
h

 co
l

oure
d

 se
g

ments


E

l

ectrical clo
gg

in
g

 switch 0,35 ... 2,5 bar 
/

 5 ... 35 P
S

I
adj

usta
bl

e
F

o

r clo
gg

in
g

 indicator types see pa
g

e C152
Spin-On Filter Head
SSF-150/180
1,0
0,8
0,6
0,4
0,2
0,0
15
12
9
5
3
0
p in bar
p in PSI
0   100  200  300  325
0  25 50 75 87.5
Dimensions 
        Q in l/min
    Q in US GPM




[image: ]
C

14
0

www.
s

t
au

ff.
com

Sp

in-On Filter
s

Technical Data / Dimensions / Order Code
Double Spin-On Filter Heads  SSF-24N / 24S
Technical Data
Construction  










Material  

A

luminium
Port Connection


NP

T

 


SAE flange


SAE O-ring thread
F
low Rate  


4

5

4 l
/

min 
/

 120 U
S

 
G

PM for return line application


1

3

2 l
/

min 
/

 35 U
S

 
G

PM for suction line a
pp

licatio
n

Operating Pressure


M

a

x. 12 
ba

r 
/

 174 P
S

I 


M

a

x. 5,5 bar / 80 PSI differential 
p

ressure 
(for any applicaton with no bypass valve)
Temperature Range  


-

3

0°C ... +100°C / -22°F ... +212°F 
Media Compatibility    







Options and Accessories
Filter Elements  


F

or use with 
S

F67 and 
S

F
C

-57
/

58 series element
s

F

or e
l

ement types w
i

t
h

 sea
l

 contour type 
A

 an
d

 
B




s
e

e pa
g

e 
C

148 for 
S

F67 and pa
g

e 
C

145 for 
S

F
C

-57
/

5
8

T

he element is not 
p

art o
f

 the sco
p

e o
f

 deliver
y

Valve  


B

y

pass valve 
(

inte
g

rated in the head
)

: Optiona
l

Clogging Indicators  


V

isual clogging indicator with coloured segment
s



E

l

ectrical clogging switch 0,35 ... 2,5 bar / 5 ... 35 PS
I

adjustabl
e

F

or clogging indicator types see page 
C

15
2

Dimensions 
Dimensions in mm / i
n

Ø

D
Ø
D

140

5

.5
1

6
5

2

.
56

L
1

L1

34

1.3
4

137
5

.
39

72

2.8
3

34

1.3
4

L
2

L2















L

ØD
L

1 
S

F
C

-5
7

180

132

7.1
0

5

.2
0

L

2 
S

F
C

-
58

226

132

8

.
90

5

.
20

L1 
S

F67 short elemen
t

168

12
8

6

.
60

5.
10

L2 
S

F67 lon
g

 elemen
t

2

7
0

128

10

.
60

5

.1
0

Order Code
SSF - 24N - 25 - 0
쐃 Type
 
Double 
Sp

in-
O

n Filter Hea
d

S

SF

쐇 Connection Style
쐋 Bypass Options
C

onnection





C

ode
NPT

1

-1
/2

24N

S

AE
1

-7
/

8–1
2

2

4
S

N

o 
byp

as
s

00

0,2 bar / 3 PS
I

03

0,35 bar 
/

 5 P
SI

05

1

 
ba

r 
/

 1
5

 P
S

I
15

1

,7 bar / 25 PSI
25

Clearance for element removal: 40 / 1.5
8

C

lo
gg

in
g

 Indicator Ports: 1
/

8 NPT
Pos. 1 
f

or return line a
pp

lication
Pos. 2 for suction line applicatio
n

D

ua
l

 sp
ig

ot
G

1-1/4 and
1

-1
/

2–16 UN
Dual spigo
t

G

1-1
/

4 
a

n
d

 
1-1/2–16 UN
M

ounting holes (2x)
3/

8–16 UN
C

쐏 Clogging Indicator Port Options
 
Note
:

 Standard clogging indicator port is 1/8 NPT
.

N

o c
l

o
ggi

n
g

 
i

n
di

cator port
0

C

logging indicator port drilled for return line
app

lication
1

C

logging indicator port drilled for 
s

uct
i

on 
li

ne app
li

cat
i

on
2

All

 c
l

o
ggi

n
g

 
i

n
di

cator ports 
d

r
ill

e
d

4

S
p

ecia
l

9

Spin-On Filter Head
SSF-24N/24S
0,75
0,6
0,45
0,3
0,15
0,0 
10
8
6
4
2
0

p in bar
p in PSI
        Q in l/min
    Q in US GPM
0  150 300 450
0   40  80  120
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141
Filtration
Technology
C
S
p

in-On Filter
s

Technical Data / Dimensions / Order Code
Dimensions 
Order Code
SSF - 25 - 25 - 0
쐃 Type
 
Double S
p

in-On Filter Hea
d

S

SF

쐇 Connection Style
쐋 Bypass Options
C

onnection





C

ode
NPT

 an
d

  
S

AE Flan
g

e
1

-1
/

2 and 2 
S

AE 
C

ode 61 Flan
ge

25

N

o 
b

ypas
s

00
0
,

2 bar / 3 PS
I

03

0,35 bar / 5 PSI
0

5
1 bar 
/

 15 P
S

I 15
1
,

7 bar / 25 PSI
25

D

imensions in mm 
/

 in
Ø

D
ØD

D

ual spigot
G

1-1
/

4 and
1

-1
/

2–1
6

UN

Mounting holes (4x
)

1
/

2–13 UN
C

M

ounting holes (3x) 
3/

8–16 UN
C

284

1

1.18
150
5

.
91

36
1.42

84

3

.3
1

32

1

.26
60
2

.
36

56

2

.
20

L1

L2

134

5

.
28






L

ØD

L

1 
S

F
C

-57
1
80

1
3

2
7.
10

5.
20

L

2 
S

F
C

-5
8

226

132

8

.
90

5

.2
0

L1 
S

F
6

7 
s

h
o

rt 
e

l
e

m
e

n
t

168

128

6

.
60

5

.
10

L2 
S

F67 long elemen
t

27
0

12
8

10

.
60

5

.
10

C

learance for element removal: 40 
/

 1.5
8

Clo
gg

in
g

 Indicator Port: 1/8 NPT
Pos. 1 for return line applicatio
n

Pos. 2 for suction line applicatio
n

쐏 Clogging Indicator Port Options
 
No

t
e

: 
S

t
a

n
da

r
d

cl

o
ggi

n
g

 
i

n
di

cator
p

ort is 1
/

8 NPT
.

N

o c
l

ogg
i

ng 
i

n
di

cator port
0

C

lo
gg

in
g

 indicator port drilled for return line
a
ppli

cat
i

on
1

C

logging indicator port drilled for
s

uction line a
pp

lication
2

All

 c
l

ogg
i

ng 
i

n
di

cator ports 
d

r
ill

e
d

4
Sp

ecia
l

9

Double Spin-On Filter Heads  SSF-25
Technical Data
Construction  










Material  


A
l

uminiu
m

Port Connection


NP

T

 


SAE flange
F
low Rate  


4

54 l/min / 120 US GPM for return line a
pp

lication


1

32 l/min / 35 US GPM for suction line a
pp

lication
Operating Pressure


M

a

x. 12 
ba

r 
/

 174 P
S

I


M

ax. 5,5 bar / 80 PSI differential 
p

ressure 
(for any applicaton with no bypass valve) 
Temperature Range  


-

30°
C

 ... +100°
C

 
/

 -22°F ... +212°F
Media Compatibility    







Options and Accessories
Filter Elements  


F

o

r 
use

 with 
S

F
6

7 
a

n
d

 
S

F
C

-
5

7
/58

 
se

ri
es

 
e

l
e

m
e

nt
s

F

o

r element t
yp

es with seal contour t
yp

e A and B








s

ee page C148 for SF67 and page C145 for SFC-57/5
8

T

h

e element is not part of the scope of deliver
y

Valve  


B

ypass valve (integrated in the head): 
O

ptiona
l

Clogging Indicators  


V

i

sua
l

 c
l

o
ggi

n
g

 
i

n
di

cator w
i

t
h

 co
l

oure
d

 se
g

ment
s



E

lectrical clo
gg

in
g

 switch 0,35 ... 2,5 bar 
/

 5 ... 35 P
SI

a
dj

usta
ble

F

o

r clo
gg

in
g

 indicator types see pa
g

e C152
Spin-On Filter Head
SSF-25
0,75
0,6
0,45
0,3
0,15
0,0 
10
8
6
4
2
0
p in bar
p in PSI
        Q in l/min
    Q in US GPM
0  150 300 450
0   40  80  120
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Sp

in-On Filter
s

Technical Data / Dimensions / Order Code
Tank Top Spin-On Filter Heads  SSFT-12
Technical Data
Construction  









Material  

A

luminium
Port Connection


NPT

 
Flow Rate  


7

5 l
/

min 
/

 20 U
S

 
G

PM
Operating Pressure


M
a

x. 7 
ba

r 
/

 1
00

 P
S

I
Temperature Range  


-
30

°
C

 ... +1
00

°
C

 
/

 -22°F ... +212°F 
Media Compatibility    









Options and Accessories
Filter Elements  


F

or use with 
S

F
C

T-35
/

36 series elements
F

or e
l

ement types w
i

t
h

 sea
l

 contour type 
A

 an
d

 
B








see pa
g

e 
C

14
4

  The element is not 
p

art o
f

 the sco
p

e o
f

 deliver
y

Valve  


B

ypass valve 1,7 bar / 25 PSI integrated in the 
  














Clogging Indicators  
 Visual clogging indicator with coloured segment
s


E

lectrical clogging switch 0,35 ... 2,5 bar 
/

 5 ... 35 P
SI

a
dj

usta
ble

For clo
gg

in
g

 indicator types see pa
g

e 
C

15
2

Dimensions 
Order Code
SSFT - 12 - 1
쐃 Type
 
S

pin-
O

n Filter Head
SS

F
T

쐇 Connection Style
C

onnectio
n






C

ode
NPT

3/

4 12
쐋 Clogging Indicator Port Options
 
Note: 
S

tandard clogging indicator port is 1
/

8 NPT
.

No clogging indicator port
0

C

lo
gg

in
g

 indicator port drilled for return line
a

pp
li

cat
i

o
n

1

S
p

ecia
l

9

Dimensions in mm 
/

 i
n

Ø

98
3.86
Ø

76
2

.99
35

2

.36
L2

L1

14

.
55

50

1

.
97

Ø7,5 (4X)

.30



90

3.54
 7
0

2.76
5

0
1

.97
16

.

63





L1 
S

F
C

T-
35

1

4
5

5

.7
0

L2 
S

F
C

T-3
6

190

7

.
50

C

learance for element removal: 20 
/

 .
8

Clogging Indicator Port: 1/8 NPT
Pos. 1 for return line applicatio
n

Spin-On Filter Head
SSFT-12
0,75
0,6
0,45
0,3
0,15
0,0
10
8
6
4
2
0

p in bar
p in PSI
        Q in l/min
    Q in US GPM
0                            50                         100                        150
0   12.5                          25                      37.5
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Filtration
Technology
C
S
p

in-On Filter
s

Technical Data / Dimensions / Order Code
Dimensions 
Order Code
SSFT - 20 - 1
쐃 Type
 
S

pin-
O

n Filter Head
S

S

FT
쐇 Connection Style
C

onnectio
n






C

od
e

NPT

1-1
/

2
20

쐋 Clogging Indicator Port Options
 
N

ote
:

 
S

tandard clogging indicator port is 1
/

8 NPT.
N

o c
l

ogg
i

ng 
i

n
di

cator  por
t

0

Clo
gg

in
g

 indicator port drilled for return line
appli

cat
i

o
n

1

S
p

ecial
9

Dimensions in mm 
/

 in
Ø9,5 (4x)

.37

Ø

13
2

5

.2
0

60

2

.
36

Ø135
5.32
7
0

2

.76


100

3

.94


120

4

.7
2

L

2
L1

34

1

.34
70

2

.7
6

20

.7
8















L1 
S

F
C

T-57
180

7

.1
0

L2 
S

F
C

T-
58

226

8

.
90

C

l
ea

r
a

n
ce

 f
o

r 
e

l
e

m
e

nt r
e

m
o

v
a

l: 2
0

 
/

 .
8

Clogging Indicator Ports: 1/8 NP
T

Pos. 1 for return line application
D

ua
l

 sp
ig

ot
G

1-1
/

4 
a

n
d

1

-1
/

2–16 U
N

Tank Top Spin-On Filter Heads  SSFT-20
Technical Data
Construction  













Material  


A

luminium
Port Connection


NP

T

Flow Rate  


2

00 l
/

min 
/

 53 U
S

 
G

PM
Operating Pressure  


M

a

x. 7 
ba

r 
/

 1
00

 P
S

I
Temperature Range  


-

30

°
C

 ... +1
00

°
C

 
/

 -22°F ... +212°F
Media Compatibility    













Options and Accessories
Filter Elements  


F

or use with 
S

F
C

T-57
/

58 series element
s

F

or e
l

ement types w
i

t
h

 sea
l

 contour type 
A










s

e

e pa
g

e 
C

145
T

he element is not 
p

art o
f

 the sco
p

e o
f

 deliver
y

Valve  


B

y

pass valve 1,7 bar / 25 PSI integrated in the 

















Clogging Indicators  


Visual clogging indicator with coloured segments


E

l

ectrical clogging switch 0,35 ... 2,5 bar 
/

 5 ... 35 P
S

I
adj

usta
bl

e
F

or clo
gg

in
g

 indicator types see pa
g

e 
C

15
2

Spin-On Filter Head
SSFT-20
0,75
0,6
0,45
0,3
0,15
0,0
10
8
6
4
2
0

p in bar

p in PSI
        Q in l/min
    Q in US GPM
0   100 200 300
0  25 50 75
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Sp

in-On Filter
s

Technical Data / Dimensions
Order Code


Fi

lter Pa
p

e
r










SFC-3510E SFC-3610E

SFC-3525E SFC-3625E

S

F
C

-
3503

A
E

S

F
C

-
3603

AE
SFC-3510AE SFC-3610AE

SFC-3525AE SFC-3625AE

SFCT-3510E SFCT-3610E SFCT-3525E SFCT-3625E

SFCT-3525AE SFCT-3625AE

SFCT-3510AE SFCT-3610AE




145 190 145 190

145 190

145 190 145 190

7.5 5.7 7.5

7.5 5.7

7.5 5.7

7.5 5.7

5

.7
ß

-R
a

t
io

ß

10




ß

10






ß

25





ß

2

5






ß

3





ß

3







ß

10






ß

10





ß

25





ß

2

5





Filter Area (c
m

2

/

in
2

)
3305 4745 3305 4745 2140 3630 2140 3630 2140 3630

510 735 510 735 330 560 330 560 330 560

C

arton 
Q

uantit
y

1

1

1
1

1

1
1

1

1
1















0,9 1,3 0,9 1,3 0,9 1,3 0,9 1,3 0,9 1,3

2

2.6 2

2.6 2

2.6 2

2.6 2

2

.
6

Spin-On Elements  Type SFC-35 / 36 and SFCT-35 / 36
Product Description 
S

TA
U

FF SFC-35/36 series Spin-On Elements are used with the 
S

TA
U

FF SSF-12 Spin-On Filters 
with G3/4 threaded ports. 
S

TA
U

FF SFCT-35/36 series Spin-On Elements have an internal 1,7 bar / 25 PSI bypass and 
anti-drain back diaphragm for use with 
S

TA
U

F
F

 SSFT-12 Tank Top Spin-On Filters.
10μm 1
0

μm

25

μ
m

2
5

μm

3

μm

3

μ
m

1
0

μ
m

10

μm

25

μm

2
5

μm

Dimensions
Order Code










SFC-3560E SFC-3660E

SFC-35125E SFC-36125E

SFCT-3560E SFCT-3660E SFCT-35125E SFCT-36125E




145 190 145 190

5.7 7.5 5.7 7.5

ß

-R
a

t
io

n/a n/a

n/a n/a

Filter Area (cm
2

/

i
n

2

)

980 1390 980 1390

150 215 150 215

C

arton 
Q

uantit
y

1
1

1

1














1,3 0,9 1,3

0

,
9

2

2.6 2

2.
6

60μ

m
60

μm

125

μ

m
12

5
μm

Technical Data
Connection Thread  


G3

/

4
Seal Contour  


Ty

pe A 
(

see pa
g

e 
C

133
)

Sealing Material  


NB

R 
(

Buna-N®
)

 
Operating Pressure  


SF

C

: M
a

x. 12 
ba

r 
/

 174 P
SI



SF

C

T: M
a

x. 7 
ba

r 
/

 1
00

 P
S

I
Differential Pressure  


SF

C

: M
a

x. 4 
ba

r 
/

 
58

 P
S

I

SF

CT: Max. 3 bar / 43,5 PSI 
(
f

or any application with no bypass valve)
Burst Pressure  


SF

C

: M
a

x. 2
5

 
ba

r 
/

 
363

 P
SI



SF

CT: Max. 21 bar / 305PSI
Bypass Pressure  


1,

7 bar 
/

 25 P
S

I (only 
S

F
C

T-series
)

Temperature Range  


-
3

2

°
C

 ...+100°
C

 
/

 -25°F ... +212°
F

Media Compatibility    









D

imensions in mm / i
n

L

Ø

98
3

.
86

G

3
/4

Anti-Dr
a

i
n

Back Diaphragm
(

only SFCT)
B

ypass opt
i

ona
l

(

only 
S

F
C

T
)





[image: ]
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s

t
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co

m
C

14
5

Filtration
Technology
C
S
p

in-On Filter
s

Technical Data / Dimensions
Order Code


F

ilter Pape
r






SFC-5710E SFC-5810E

S

F
C

-5725E
S

F
C

-5825
E

S

F
C

-5703A
E

S

F
C

-5803AE
SFC-5710AE SFC-5810AE

S

F
C

-5725AE
S

F
C

-5825A
E

SFCT-5710E SFCT-5810E

S

F
C

T-5725
E

SFCT-5825E SFCT-5703AE

S

F
C

T-5803AE
S

F
C

T-5710AE
S

F
C

T-5810AE
S

F
C

T-5725AE
S

F
C

T-5825A
E










180 226 180 226 180 226 180 226 180 226

7.1 8.9 7.1 8.9 7.1 8.9 7.1 8.9 7.1 8.9

ß

-Rati
o

ß
1
0




ß

1
0




ß

25




ß

25




ß

3




ß

3




ß

1
0




ß

1
0




ß

2
5




ß

25




Fi

lter Area 
(

c
m

2

/

in
2
)

5890 4450 5890

5890 4450

7360 4450

7360 5560

5560

910 700 910

910 700

1140 700

1140 860

860

C

arton Quantity
1

1

1

1

1

1

1

1

1

1









1,85 1,4 1,85

1,85 1,4

1,85 1,4

1,85 1,4

1

,
4

3

4

3

4

3

4

3

4

3

4

Spin-On Elements  Type SFC-57 / 58 and SFCT-57 / 58
10

μ
m

1
0

μ
m

25

μ
m

2
5

μm

3

μm

3

μm

1
0

μ
m

10

μm

2
5

μm

2
5

μm

60

μm
60

μm

1

2
5

μm
1

2
5

μm

Order Code










S

F
C

-
5

7
60

E
S

F
C

-
5860

E
SFC-57125E SFC-58125E

S

F
C

T-
5

7
60E

S

F
C

T-
5860

E
SFCT-57125E SFCT-58125E






180 226 180 226

7.1 8.9 7.1 8.9

ß

-R
a

t
io

n/a n/a n/a n/a

F

ilter Area (c
m

2

/

in
2

)
1940 2570 1940 2570

300 400 300 400

C

arton 
Q

uantit
y

1

1

1

1















1,3 0,9 1,3

0

,
9

2

2.6 2

2.
6

Technical Data
Connection Thread


G

1

-1
/4

Seal Contour


T

ype A (see page C133)

T

T

Sealing Material


N

BR 
(

Buna-N®
)

Operating Pressure
S

F
C

: Max. 12 bar 
/

 174 P
SI

S

F
C

T: M
a

x. 7 
ba

r 
/

 1
00

 P
SI

Differential Pressure  


S

FC

: M
a

x. 4 
ba

r 
/

 
58

 P
S

I


S

F

CT: Max. 3 bar / 43,5PS
I

(

f

or any application with no bypass valve)
Burst Pressure  


S

FC

: M
a

x. 2
5

 
ba

r 
/

 
363

 P
SI



S

FC

T: M
a

x. 21 
ba

r 
/

 
305

P
S

I
Bypass Pressure


1

,7 bar / 25 PSI
(

only SFCT-series
)

Temperature Range


-

3

2°
C

 ...+1
00

°
C

 
/

 -2
5

°F ... +212°F
Media Compatibility







Product Description 
S

TAUFF 
S

pin-
O

n Filter Elements of the 
S

F
C

-
/S

F
C

T-57
/

58 series are use
d

 with the 
S

TAUF
F

 
SSF-20/24/25/100/120/130 and 160 series Spin-On Filters with G1-1/4 threaded ports. 
S

TAUF
F

 SFCT-57/58 series Spin-On Elements have an internal 1,7 bar / 25 PSI bypass and 
anti-drain back diaphragm for use with 
S

TAUFF SSFT-20 Tank Top Spin-On Filters.
Dimensions
D

imensions in mm 
/

 i
n

L

Ø

13
2

5

.
20

G

1-1
/

4
A

nti-Dr
a

i
n

Back Diaphra
g

m
(

only SFCT
)

Byp

ass o
p

t
i

ona
l

(

only SFCT
)





[image: ]
C
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6
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Sp

in-On Filter
s

Technical Data / Dimensions
Spin-On Elements  Type SF63
F
i

lter Pa
p

e
r

Order Code
SF6310-18 SF6325-10

ß

-R
a

t
io

ß
10
 ß
25

F
i

lter Area 
(

c
m

2

/

in
2

)

8

2
5

8

2
5

12

5
125

D

irt Holding Capacity (g
)

6

6

C

arton 
Q

uantit
y

12

12






3
,6

3,

6
8

8

10μ

m
2

5
μ

m
Dimensions
Product Description
 
STAUFF SF63-series Spin-On Elements are used with the STAUFF SLF Spin-On Filters
.

Dimensions in mm 
/

 i
n

Ø

77
,

5
3

.0
5

3

/4–16 UNF
Technical Data
Connection Thread  


3

/

4–16 UNF 
Seal Contour  


T

ype A (see page C133)

T

T

Sealing Material  


N

B

R 
(

Buna-N®
)

Operating Pressure  


M

a

x. 14 bar 
/

 200 P
S

I
Differential Pressure  


M

a

x. 5
,

5 bar 
/

 80 P
S

I
(f

or any application with no bypass valve
)

Burst Pressure  


M

a

x. 2
0

 
ba

r 
/

 2
90

 P
SI

Bypass Pressure  


S

F6310-18 1
,

24 bar / 18 PSI


S

F6325-10 0,70 bar / 10 PSI
Temperature Range  


-
3

2°
C

 ... +1
00

°
C

 
/

 -2
5

°F ... +212°F
Media Compatibility    














8

7
3.43
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Filtration
Technology
C
S
p

in-On Filter
s

Technical Data / Dimensions
Spin-On Elements  Type SF65
Product Description 
STAUFF SF65-series Spin-On Elements are used with the STAUFF SAF series Spin-On Filters.
Technical Data
Connection Thread  


1

–12 
UNF

Seal Contour  


T

ype A (see page C133)

TT

Sealing Material  


N

B

R 
(

Buna-N
®)

Operating Pressure  


M

a

x. 14 
ba

r 
/

 2
00

 P
S

I
Differential Pressure  


M

a

x. 5
,

5 bar / 80 PSI
(
f

or any application with no bypass valve
)

Burst Pressure  


M

a

x. 2
0

 
ba

r 
/

 2
90

 P
SI

Temperature Range  


-

3

2°
C

 ... +1
00

°
C

 
/

 -2
5

°F ... +212°
F

Media Compatibility    





L

Ø

93
,

2
3

.
67

Dimensions in mm 
/

 in
1

–12 
UNF

Dimensions
F
i

lter Pa
p

e
r







 





Order Code
S

F
65

2
0

S

F
65

2
1

S

F
65

1
0

S

F
65

11
S

F
65

4
9

SF6505 SF6504

S

F
65

2
0

-
W




1

4
7

20

4 14
7

2
04

1

47 14
7

1

4
7

133

5.7
6

8

.
00

5

.7
6

8

.
00

5

.7
6

5

.7
6

5.7
6

5.
2

5
ß

-Rati
o

ß
10
 ß
10
 ß
25
 ß
25
 ß
3
 ß
12
 ß
25
 ß
10

F

ilter Area (c
m

2

/

i
n

2

)

2302

3881

2212

3388

2

5
19

2405

2405

122

5
3

5
5

600

340

5
25

390

3

7
0

3

7
0

200

Dirt Holding Capacity ACFTD (g)
14

.
4

22

20

.
4

31

.
2

19

11

26

W

ater holding 
c

a
p

acit
y

162 ml 5.5 o
z

C

arton Quantity
12

12

12

12

12

12

12

12















6

,
3

8

,
4

6

,
4

8

,
8

8

,
6

8

,
6

8

,
6

8

,
6

13

.
9

18

.
5

14

.
2

19

.
4

19

19

19

19

10

μm

1
0

μm

25

μm

2
5

μm

3

μm

12

μm

2
5

μm

10

μm

μ

μ

μ

μ

μ

μ

μ

wa

te
r

a

b

sor
b
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Sp

in-On Filter
s

Technical Data / Dimensions
Spin-On Elements  Type SF67
Product Description 
STAUFF SF67-series Spin-On Elements are used with the STAUFF 
SSF20/24/25/100/120/130/160/150 and 180 Spin-On Filters.
F
i

lter Pa
p

er











Order Code
S

F
6

72
0

S

F
6

721
S

F
6

71
0

S

F
6

71
1

S

F
6

7
90

S

F
6

7
9

1
S

F
6

721-
W




1
68

27
0

1
68

27
0

168

27
0

27
0

6

.
6

10

.
6

6

.
6

10

.
6

6

.
6

10

.
6

10

.
6

ß

-Ratio
ß
10
 
 ß
10 
 ß
25
 ß
25

n/a n/a
ß
10

2

/

in
2

)

36

77
6813

36

77
6813

1290

2032

4440

57
0

10

5
5

57
0

10

5
5

200

31

5
690

Dirt Holding 
C

apacit
y

 A
C

FTD (g
)

3

4
62

34

62

n/a

n/a

Water holding capacity
444 ml 
/

 1
5

 
o

z
C

arton Quantit
y

6

6

6

6

6

6

6









6

,
6

7

,
9

6

,7
9

,
3

8

,
2

11

,
8

11

,
8

14

.
6

1

7.5
14

.
9

20

.
6

18

26

.
1

26

.
1

μm

10

μm

25

μm

2

5
μm

144

μm

144

μm

10

μm

wa

t

e
r

a

bsor
b

L

Ø

12
8

5

.
10

1-1
/

2–16 UN

Order Code
S

F6702-M
G

SF6703-MG SF6704-MG SF6706-MG

S

F6707-M
G

S

F6730-M
G

S

F6731-M
G

SF6728-MG SF6726-MG













2

7
0

168

2

7
0

168

2

7
0

168

2

7
0

168

2

7
0

10.6 6.6

10.6 6.6

10.6 6.6

10.6 6.6

1
0

.
6

ß-R
a

ti
o

ß
1
 ß
3
 ß
3
 ß
6
 ß
6
 ß
12
 ß
12
 ß
25
 ß
25

F
i

lter Area 
(

cm
2
/

i
n

2

)

8167 4051 8167 4051 7200 4051 7522 4051 8167

1265 625

1265 625

1116 625

1165 625

12
65

Dirt Holding Capacity ACFTD (g)
30

31

4

7
35

5
4

38

5
9

5
0

76

Carton Quantit
y

6

6

6

6

6

6

6

6

6






11,8 8,2

11,8 8,2

11,8 8,2

11,8 8,2

1

1
,8

26.1 18

26.1 18

26.1 18

26.1 18

26

.
1

1

μm

3

μm

3

μm

6

μm

6

μm

12

μm

12

μm

2
5

μm

2
5

μm

Dimensions
Technical Data
Connection Thread  


1

-1
/

2–16 U
N

Seal Contour  


T

ype B (see page C133)

TT

Sealing Material  


N

BR 
(

Buna-N
®)

 
Operating Pressure  


M

a

x. 14 
ba

r 
/

 2
00

 P
S

I 
Differential Pressure  


M

ax. 5
,

5 bar 
/

 80 P
SI

(f

or any application with no bypass valve
)

Burst Pressure  


M

a

x. 2
0

 
ba

r 
/

 2
90

 P
S

I
Temperature Range  


-

3

2°
C

 ... +1
00

°
C

 
/

 -2
5

°F ... +212°F
Media Compatibility    











D

im
e

n
s

i
o

n
s

 in mm 
/

 in
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Filtration
Technology
C
S
p

in-On Filter
s

Flow Characteristics
Spin-On Elements  Type SFC/SFCT-35/36, SFC/SFCT-57/58 and SF63
Spin-On Filter Elements
SF63
0   10  20  30
0   2.5  5  7.5
30
25
20
15
10
5
0
2,0
1,6
1,2
0,8
0,4
0,0
p in bar
p in PSI
        Q in l/min
    Q in US GPM
SF3610-18
SF3625-10
Spin-On Filter Elements
SFC-/SFCT-57
0   100  200  300
0   100  200  300
0  25 50 75
0  25 50 75
0,75
0,6
0,45
0,3
0,15
0,0 
10
8
6
4
2
0
10
8
6
4
2
0

p in bar
p in PSI
        Q in l/min
    Q in US GPM
10AE
25AE
10E
25E
60E
125E
Spin-On Filter Elements
SFC-/SFCT-58
p in bar
p in PSI
        Q in l/min
    Q in US GPM
10AE
25AE
10E
25E
60E
125E
0,75
0,6
0,45
0,3
0,15
0,0 
Spin-On Filter Elements
SFC-/SFCT-35
0   40  80  120
0   10  20  30
0,5
0,4
0,3
0,2
0,1
0,0 
0,5
0,4
0,3
0,2
0,1
0,0 
7.5
6
4.5
3
1.5
0
7.5
6
4.5
3
1.5
0

p in bar
p in PSI
        Q in l/min
    Q in US GPM
10AE
10E
25E/25AE
60E
125E
Spin-On Filter Elements
SFC-/SFCT-36
0   40  80  120
0   10  20  30

p in bar
p in PSI
        Q in l/min
    Q in US GPM
10AE
25AE
10E
25E
60E
125E
The followin
g

 characteristics are valid for mineral oils with a density of 0,85 k
g/

dm
3

 and the kinematic viscosity of 30 m
m

2

/

s 
(

30 c
S

t
)

. The characteristics have been determined in accordance
to I
SO

 3968. 
S

F
C

-35
/

36 series 
S

pin-
O

n Elements are used with 
S

TAUFF 
SS

F-12 
S

pin-
O

n Filters, 
S

F
C

T-35
/

36 series 
S

pin-
O

n Elements are used with 
S

TAUFF 
SS

FT-12 
S

pin-
O

n Filters,  
S

F
C

-57
/

58 series 
Sp

in-
O

n Elements are used with 
S

TAUFF 
SS

F-20
/

24
/

25
/

100
/

120
/

130
/

160 
Sp

in-
O

n Filters, 
S

F
C

T-57
/

58 series 
Sp

in-
O

n Elements are used with 
S

TAUFF 
SS

FT-20 
Sp

in-
O

n 
Filters and SF63 series S
p

in-On Elements are used with STAUFF SLF-02/03/04 S
p

in-On Filters
.





[image: ]
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Sp

in-On Filter
s

Flow Characteristics
Spin-On Elements  Type SF65
Spin-On Filter Element
SF6520
0,5
0,4
0,3
0,2
0,1
0,0 
7.5
6
4.5
3
1.5
0
p in bar
p in PSI
        Q in l/min
    Q in US GPM
 0   40  80  120  160
0   10 20 30 40
Spin-On Filter Element
SF6511
0,5
0,4
0,3
0,2
0,1
0,0 
7.5
6
4.5
3
1.5
0
p in bar
p in PSI
        Q in l/min
    Q in US GPM
 0   40  80  120  160
0   10 20 30 40
Spin-On Filter Element
SF6505
0,5
0,4
0,3
0,2
0,1
0,0 
7.5
6
4.5
3
1.5
0
p in bar
p in PSI
        Q in l/min
    Q in US GPM
 0   40  80  120  160
0   10 20 30 40
Spin-On Filter Element
SF6521
0,5
0,4
0,3
0,2
0,1
0,0 
7.5
6
4.5
3
1.5
0

p in bar

p in PSI
        Q in l/min
    Q in US GPM
 0   40  80  120  160
0   10 20 30 40
Spin-On Filter Element
SF6549
0,5
0,4
0,3
0,2
0,1
0,0 
7.5
6
4.5
3
1.5
0
p in bar
p in PSI
        Q in l/min
    Q in US GPM
 0   40  80  120  160
0   10 20 30 40
Spin-On Filter Element
SF6510
0,5
0,4
0,3
0,2
0,1
0,0 
7.5
6
4.5
3
1.5
0
p in bar

p in PSI
        Q in l/min
    Q in US GPM
 0   40  80  120  160
0   10 20 30 40
Spin-On Filter Element
SF6504
0,5
0,4
0,3
0,2
0,1
0,0 
7.5
6
4.5
3
1.5
0

p in bar
p in PSI
        Q in l/min
    Q in US GPM
 0   40  80  120  160
0   10 20 30 40
The followin
g

 characteristics are valid for mineral oils with a density of 0,85 k
g/

dm
3

 and the kinematic viscosity of 30 m
m

2

/

s 
(

30 c
S

t
)

. The characteristics have been determined in accordance
to I
SO

 3968. 
S

F65 
S

pin-
O

n Elements are used with the 
S

TAUFF 
S

AF-05
/

06
/

07
/

10
/

11
/

13 
S

pin-
O

n Filters
.
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Filtration
Technology
C
S
p

in-On Filter
s

Flow Characteristics
Spin-On Elements  Type SF67
Spin-On Filter Element
SF6711
0,75
0,6
0,45
0,3
0,15
0,0
10
8
6
4
2
0
        Q in l/min
    Q in US GPM
0 
 100 200 300 325
0 
 
25
 
50
 
75
 
87.5
Spin-On Filter Element
SF6710
1,0
0,8
0,6
0,4
0,4
0,0 
15
12
9
6
3
0
        Q in l/min
    Q in US GPM
0 
 
100 200 
300
 
325
0   25  50  75  87.5
Spin-On Filter Element
SF6721
0,75
0,6
0,45
0,3
0,15
0,0
10
8
6
4
2
0
        Q in l/min
    Q in US GPM
0  100 200 300 325
0   25  50  75  87.5
Spin-On Filter Element
SF6720
0,75
0,6
0,45
0,3
0,15
0,0
10
8
6
4
2
0
p in PSI
        Q in l/min
    Q in US GPM
0  100 200 300 325
0   25  50  75  87.5
0,5
0,4
0,3
0,2
0,1
0,0
7.5
6
4.5
3
1.5
0
0 
 100 200 300 325
0   25  50  75  87.5
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